
Competition
E.T Bracket Elimination
ADRL Safety Rules Apply
Open, Full Body Cars, & Dragsters
Box/No Box Combo
.500 Full Tree / with Crosstalk

Requirements & Specifi cations 
Driver

Credentials:
License: NHRA/IHRA Competition License Manditory

  (Vehicles traveling quicker than 9.99 second  
  E.T. or 135 mph or faster.)
 Medical: Physical Records Manditory
  (For drivers with vehicles with a 7.99 second  
  E.T. or quicker (1/4 mile), 5.29 second E.T.  
  or quicker (1/8 mile).
Helmet: Mandatory 10.00-13.99 second E.T. (closed body ve-
hicles) Open faced helmet or Full face helmet. SA or M-2010, 
or newer or SFI 31.1/2010 or 31.1/2015 helmet with or withour 
shield. 
9.99 second E.T. and quicker closed bodied vehicles, full-face 
M2010, M2015, SA2010, or SA2015 helmet and shield man-
datory.
10.00-13.99 second E.T. open bodied front engine or rear 
engine supercharged, turbocharged, nitrous, or naturally 
aspirated cars, a full-face Snell M2010, M2015, SA2010, or 
SA2015 helmet and shield.

 General Regulations
Arm Restraints: Mandatory on open-bodied vehicles running 
11.99 second E.T or quicker (1/4), 7.49 second E.T. or quicker 
(1/8).
Head Protector: Mandatory on any vehicle with a roll bar or 
roll cage.
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Driver Restraints: Seatbelts manditory in all vehicles. Man-
datory on all vehicles faster than 11.49 (1/4) / 7.35 (1/8) or 
quicker, Convertibles 13.49 (1/4) / 8.25 (1/8) or quicker, all 
buggy type vehicles 12.00 (1/4) / 7.50 (1/8) or slower, meeting 
SFI Spec 16.1 restraint system with crotch strap. REstraint 
systems must be updated at two (2) year intervals from the 
date of manufacturing. 
Neck Collar/Head and Neck Restraint Device/System: 
Mandatory: Neck collar meeting SFI Spec 3.3 for vehicle 
running 9.99 (1/4) / 6.39 (1/8) second or quicker or speed in 
excess of 135 mph. Head and neck restraint device/system 
meeting SFI Spec 38.1 (must have a valid SFI Label) for all 
vehicles running 7.49 (1/4) / 4.99 (1/8/) to 6.00 (1/4) / 3.66 
(1/8) second E.T.
SFISpec 3.3 neck collar is required and driver opts to use 
head and neck restraint device/system in lue of the neck 
collar, then SFI Spec 3.3 head sock or SFI Spec 3.3 skirted 
helmet is mandatory.
Protective Clothing: Mandatory: 13.99 (1/4) / 8.59 (1/8) to   
10.00 (1/4) / 6.40 (1/8); all E.T. Non-OEM supercharged, Non-
OEM turbocharged, or nitrous-equiped cars w OEM or 0.024” 
fi rewall must use minimum SFI Spec 3.2A/1 Jacket.
13.99 (1/4) / 8.59 (1/8) to 10.00 (1/4) / 6.40 (1/8); all E.T. su-
percharged, turbocharged, or sitrouscars without a full OEM 
or 0.024” steel fi rewall must use minimum SFI Spec 3.2A/5 
jacket and SFI Spec 3.3/1 gloves.
9.99 (1/4) / 6.39 (1/8) to 7.50 (1/4) / 4.50 (1/8) front engine 
open bodied vehicles w/ nitrous oxide, supercharger, or turbo-
charger(s): must use minimum SFI Spec 3.2A/15 jacket and 
pants, and SFI Spec 3.3/5 boots or shoes.
9.99 (1/4) / 6.39 (1/8) to 7.50 (1/4) / 4.50 (1/8) Closed bodied 
vehicles without an OEM or full 0.024 stell fi rewall with nitrous 
oxide: must use minimum SFI Spec 3.2A/1 jacket.
11.49 (1/4) / 7.35 (1/8) to 10.00 (1/4) / 6.40 (1/8); all E.T. nat-
urally aspirated, OEM supercharged, or OEM turbocharged 
with a full OEM or 0.024” steel fi rewall: must use minimum SFI 
Spec 3.2A/5 jacket.
9.99 (1/4) / 6.39 (1/8) to 7.50 (1/4) / 4.50 (1/8) or any vehi-
cle speed of 135 mph or faster: must use minimum SFI Spec 
3.2A/5 jacket and pants with SFI Spec 3.3/1 gloves.
11.99 (1/4) / 7.49 (1/8) or faster: all open body vehicles must 
use minimum SFI Spec 3.3/1 gloves and arm restraints.
12.00 (1/4) / 7.50 (1/8) or slower buggy type vehicles: SFI 
Spec 3.2A/1 jacket, SFI Spec 3.3/1 gloves, and arm restraints.
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Vehicles with the transmission (automatic) exposed in the driv-
ers compartment: must use minimum SFI Spec 3.2A/15 jack-
et/pants or suit, SFI Spec 3.3/5 (gloves, boots, and shoes).
9.99 (1/4) / 6.39 (1/8) or faster; any vehicle supercharged 
or turbocharged with alcohol: must use minimun SFI Spec 
3.2A/15 suit, SFI Spec 3.3/5 gloves and boots.
7.49 (1/4) / 4.49 (1/8) to 6.00 (1/4) / 3.66 (1/8): all vehicles 
must use minimum SFI Spec 3.2A/15 jacket and pants or suit, 
SFI Spec 3.3/5 (gloves, and shoes or boots), except super-
charged or turbocharged, front engine, open body vehicles 
must use minimum SFI Spec 3.2A/20 jacket and pants or suit, 
and SFI Spec 3.3/15 (gloves and boots or shoes). SFI Spec 
3.3 (head sock or skirted helmet) on all open bodied vehicles 
7.49 (1/8) / 4.49 (1/8) or faster, where a neck collar is not 
used.

Chassis
Chassis: All vehicles other than OEM Chassis door cars must 
use an NHRA serialized sticker attacked to the frame for the 
E.T. class participating in. Rear engine Dragsters must meet-
ing SFI 2.1, 2.3 MN, 2.5B, or 2.7B. Front engine dragsters 
must meet SFI spec 2.2B, 2.4B, or 2.6. Altereds must meet 
SFT Spec 10.1E, 10.2, or 10.3. All side-steer altereds must 
meet the requirements of SFI 10.4 for the E.T. Class prior to 
competition.
Ballast: 
Permitted: 
Ground Clearance: Minimum 3 inches required from the front 
of the car to 12 inches behind the axle centerline, 2 inches for 
the remainder of the car except for the oil pan and exhausts 
headers.
Wheelbase: Minimum 85 inches (unless OEM vehicle with all 
OEM components) to an 300 inches maximum for rear engine 
dragsters. Minimum 120 inches to a maximum of 150 inches 
for Altered. One (1) inch maximum left to right variation except 
for two (2) inch variation from left to right for dragsters.
Roll-Cage Padding: Manditory: meeting SFI 45.1.
Upholstery:
Optional. General Regulations
Parachute: Required. mandatory on any vehicle faster than  
150 mph.  Vehicles running in excess of 200 mph must use 
dual parachutes with two (2) separare shroud line mount-
ing points using sleeved 1/2 inch bolts. Safety pins must be 
fl agged.
Defl ector Plate: Mandatory, for rear engine vehicles between 
driver compart-ment roll cage and the engine. Minimum thick-
ness :. 0.060-inch for steel or 0.125-inch aluminum.

Tires & Wheels
Tires: Minimum of 13 inch front wheel diameter on dragsters. 
Racing slicks permitted.
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Wheels: must be automotive type and suitable for street use. 
Minimum wheel diameter of 13 inches unless standard on 
OEM vehicle with OEM equipment.

Drivetrain
Driveline: Driveshaft loop required on vehicles of 13.99 (1/4) 
/ 8.59 (1/4) seconds or faster on slicks, except vehicles 11.49 
(1/4) / 7.35 (1/8) or slowers on street tires.
Rearend: mandatory aftermarket axles and axle retention de-
vice for 10.99 (1/4) / 6.99 (1/8) or faster or any vehicle with 
locked differentials. Welded spider gears prohibited
Transmission: (aftermarket planetary) manditory SFI Spec 
4.1 transmission shield on supercharged or turbocharged ve-
hicles, or any vehicles using methanol or nitrous oxide running 
9.99 (1/4) / 6.39 (1/8) or faster and equiped with an afterm-
artket planetary transmission. (automatic) Mandatory spring 
loaded, positive reverse lockout device and functional nuetral 
safety switch. SFI Spec 4.1 transmission shield on any vehi-
cle 10.99 (1/4) / 6.99 (1/8) or quicker or exceeding 135 mph. 
SFI Spec 29.1 automatic transmission fl explate and SFI Spec 
30.1 fl explate shield on vehicles running 9.99 (1/4) / 6.39 (1/8)  
or quicker or exceeding 135 mph. 
Clutch/Flywheel: manditory SFI Spec 1.1 or 1.2 (2 disc max)
on any vehicle 11.49 (1/4) / 7.35 (1/8) or faster or vehicles 
13.49 (1/4) / 8.25 (1/8) or faster with rotary engines. SFI Spec 
6.1, 6.2, or 6.3 fl ywheel shield on all vehicles 11.49 (1/4) / 7.35 
(1/8) or quicker.

Engine
Engine: mandatory SPI Spec 18.1 harmonic balancer for ve-
hicles 10.99 (1/4) / 6.99 (1/8) or quicker. 
Exhaust System: Exhaust must e directed out of the car to 
the rear and away from the driver and fuel tank. Competition 
exhaust permitted.
Fuel System: Prohibited, vented caps. Fuel tanks must be 
within the body. Fuel lines must be outside the drivers com-
partment. A complete bulkhead of at least 0.024” steel or 
0.032” aluminum to isolate the drivers compartment from the 
trunk when housing batteries, fuel tank, fuel pump or fi ller 
necks. All fuel tanks fi ller necks in the trunk must have a fi ller 
neck vented to outside the body.
Induction: Permitted any induction system.
Liquid Overfl ow: manditory one (1) pint minimum capacity 
for coolant system catch can.
Oil Retention Device: Permitted on all vehicles to use ADRL 
approved engine oil retention devices.
Valve Covers: mandatory on all supercharged, methanol 
burning cars must use cast or fabricated metal valve covers 
using all attachment bolt holes.
Supercharger, Turbocharger: permitted
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Brakes & Suspension
Brakes: mandatory four (4) wheel hydralic brakes on any 
bodied car running 7.99 (1/4) / 4.99 (1/8) or faster. Minimum 
two (2) rear wheel hydraulic brakes for dragsters, funny cars,  
and any car 8.00 (1/4) / 5.00 (1/8) or slower. 
Suspension: (Stock Bodied Cars) Mandatory full automotive 
type front suspension. Minimum of one (1) shock absorber 
per wheel. Prohibitted, rigid mounted suspension. (altereds, 
dragsters) mandatory full automotive type front suspension. 
Permitted, rigid mounted rear axles. Minimum of one hydrau-
lic shock absorber per sprung wheel. Vehicles weighing less 
than 2,350 pounds or less with a 100 inch or longer  wheel-
base a suspension is optional. 
Wheelie Bars: permitted. Must use non-metalic wheels.

Body
Body: (Full Body) Mandatory Four (4) production fenders 
(permitted, fi berglass duplicates). Must have a full top and 
windshield. All full bodied vehicles must have two (2) driver 
exits. (Altered Bodied Vehicles) permitted, fi berglass bodies. 
Safety pins or locks must be on any lift-off door hinges. (drag-
sters) Prohibitted, front wheel fairings. Drivers compartment 
must be confi gured in a way that prevents the drivers body or 
limbs from making contact with the exhaust system, wheels, 
tires, track surface, should an incidence occur. Mandatory sub 
fl ooring which is independent of the vehicles body that allows 
the drivers legs to rest on the belly pan or chassis.
Airfoil: (Bodied Vehicles)Permitted must be permanently 
mounted to the frame or roll cage. (Altereds, Dragsters) Man-
datory positive locking device. Side mounted canards. No part 
of the wing can be within six (6) inches of the tire. 
Firewall: Mandatory
Floor: Mandatory
Hood: Optional. Permitted, hood scoops. Carburetors must 
be covered by a fl ash shield or scoop.
Windshield, Windows: (Stock Bodied Vehicles) Mandatory, 
must be in good condition and can be replaced with shatter-
proof material with a minimum thickness of 1/8”.

Electrical
Batteries: Must be securely mounted and not located in the 
drivers compartment.
Delay Box/Devices: Permitted.
Ignition: Prohibited timedignition- interruption devices (shut-
ter box). Permitted, high side rev limiter. 
Instruments: One (1) tachometer allowed. 
Master cut-off: Mandatory, 9.99 (1/4) / 6.39 (1/8) or faster, or 
any vehicle faster than 135 mph.
Taillights: mandatory of one (1) functioning light. Prohibited, 
fl ashing, blinking, or strobe light.
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Support Group
Computer: Prohibited
Data Recorder: Permitted
Push Bar: Must prevent the push vehicle from drivning up the 
rear wheels of an open wheel vehicle.
Fire-Extinguisher System: Permitted, must be securely 
mounted.
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