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CLASS OVERVIEW: Outlaw Pro Mod is a 1/8th mile class 
designed for American and Import production vehicles. En-
tries have the option to run either an 8 CYL, small block or 
big block engine combination. All engine combinations are al-
lowed to use gasoline or methanol fuel. The use of nitrometh-
ane is prohibited.
Note: This set of class rules is presented to all competitors 
under the assumption that any modifi cations not specifi cally 
written within these rules shall be deemed illegal, unless the
competitor has the expressed written consent from the ADRL 
Tech Director. 
RACING FORMAT: This class will be run on a 16 car qualifi ed 
heads-up fi eld, NHRA Pro Style Ladder on a .400 Pro Tree.
ENGINE POWER ADDER BASE WEIGHT
Import Six (6) CYL* Turbo 2100 lbs
 2JZ engine or 6 cylinders’ weight – 2,200 pounds  
  Three (3) Rotary engine (20B by Mazda) weight –  
  2,100 pounds
 Two (2) Rotary engine (13B by Mazda) weight –   
  1,950 pounds
  NHRA chassis and safety rules to all import have to  
  apply.
 Power Adder– To make the power of 2,200 hp in  
  import we use 102mm and 106 mm turbos  
  but no nitrous.
 Turbo and Nitrous – 2 power adder may need to add  
  some weight in the future (100 pounds +)
 Import use Liberty’s or G-force transmission with  
  Ram or similar brand of clutches.
 Methanol – is the common fuel of imports   
  (Nitromethane is prohibited) 

 
 



Eight (8) Cylinder Small Block 
 Nitrous 2100 lbs
 Blower 2100 lbs
 Turbo 2100 lbs
 Twin Turbo 2250 lbs
Eight (8) Cylinder Big Block 
 Nitrous up to 899 2300 lbs
 Nitrous 900+ 2375 lbs
 Hemi Hi-helix/Roots 2350 lbs
 Hemi Twin Turbo 88mm 2400 lbs
 Twin Turbo 94mm 2450lbs
 Twin Turbo 98mm 2600lbs No Lock up permitted.
 Hemi Screw-Type C Rotor 92% Maximum 2450 lbs.
*Engine/Power adder combination must be preapproved by ADRL 
Tech Committee. Small Block: Maximum engine size for all small 
block entries is 500 cubic inches. 400 cubic inch or smaller boosted 
engines may use nitrous oxide as a sec ond power adder at a weight 
penalty of 50 lbs. Nitrous oxide will always be considered a second 
power adder.Nitrous: Big block engines are limited to 960 cubic inch-
es. Maximum bore space is 5.3 inches. Hi-Helix/Roots Supercharg-
er: Maximum Hi-Helix/roots Supercharger permitted is 14-71. Any 
overdrive permitted for 14-71 superchargers. Maximum bore space 
is 5.0 inches Screw-Type Supercharger: Hemi engines are limited to 
92% overdrive. A 50lbs penalty will be enforced on all ODs in 12% 
increments. EX: 116% = 100 lbs.  
All other engines have no overdrive limitations. Maximum bore space 
is 5.0 inches. 
WEIGHT ADDITIONS/DEDUCTIONS
Boosted small block engines 400 cubic inches or smaller are 
permitted the use of nitrous oxide as a second power adder 
and must add 50lbs to their original base weight.
Single turbocharged combinations may deduct 100 lbs. from 
twin turbocharged base weight.
All weights are with the driver and are rounded up to the 5lb 
increment. 

REQUIRMENTS & SPECIFICATIONS
ENGINE:

ENGINE: Engine must be an internal combustion, 90-degree 
V-8 automotive type engine. Or Import six cylinder combina-
tions that must be preapproved by ADRL Tech Committee.
ENGINE SETBACK: Maximum of 10% of total vehicle wheel 
base as measured from the centerline of the forward
front spindle to center of front spark plug hole.
HARMONIC BALANCER: SFI Spec 18.1 balancer is re-
quired.
CYLINDER HEADS: Hemi, canted valve or wedge heads 
permitted. Billet heads are permitted. Maximum of one spark 
plug per cylinder allowed.
INTAKE MANIFOLD: Any intake manifold permitted and it is 
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mandatory that all intake manifolds run a ADRL/NHRA ac
cepted burst panel.
NITROUS OXIDE: Any ADRL accepted nitrous system al-
lowed. Push systems are permitted. The use of water injection 
on nitrous assisted power adder combinations is permitted. 
Water is the only substance that may be used in water injec-
tion systems. The use of any agents other than nitrous oxide 
in the nitrous system is prohibited. Nitrous systems must only 
use gasoline for the fuel enrichment circuit. Nitrous systems 
must only be activated by a wide-open throttle switch.Maxi-
mum of two 15 pound nitrous bottles are allowed. All nitrous 
bottles must be stamped asmeeting the minimum DOT 1800 
pound rating.
HI-HELIX/ROOTS SUPERCHARGER: Hi-helix or standard 
helix Roots type supercharger is allowed. Manifold burst pan-
el meeting SFI Spec 23.1 plus restraint system meeting SFI 
Spec 14.2, including injector restraint straps mandatory. 
Cast or billet cases permitted.
SCREW-TYPE SUPERCHARGER: All screw-type super-
chargers must have a SFI 34.1 certifi cation. . Manifold burst 
panel meeting SFI Spec 23.1 plus restraint system meeting 
SFI Spec 14.2, including injector restraint straps mandatory. 
Cast or billet cases permitted.
TWIN TURBOCHARGER: Turbochargers are allowed a max-
imum impeller inducer of 88mm/3.465 inches. Compressor
wheel/impeller must only be constructed of cast or billet alumi-
num. Turbocharger is permitted a fresh air source from either 
the front bumper or grille area of the vehicle. Turbocharger 
size will be verifi ed by one or both of the following methods:
1. By measuring the housing bore at the leading edge of the 
impeller wheel. The maximum diameter of the housing bore at 
the leading edge of the impeller wheel may not exceed 2mm 
more than the maximum allowable turbocharger size permit-
ted in this class. By measuring the impeller inducer wheel 
where the leading edge of the inducer wheel meets the hous-
ing. The wheel/blade contour from the inducer to the exducer 
must be continuous without steps. Twin 98mm turbocharged 
combinations are not permitted the use of a lock-up torque 
convertor. Maximum impeller inducer of 98mm or 3.858 incches
SINGLE TURBOCHARGER: Single turbocharged entries are 
unlimited in turbocharger size.
INTERCOOLERS:  Intercoolers are only allowed on centrifu-
gal and turbocharged entries. Air-to-Air or Air-to-Water inter-
coolers are the only intercoolers allowed. Air, water and ice 
are the only allowed substances in the intercoolers or the in-
tercooler reservoirs. The use of any other agents is prohibited.
OIL SYSTEM:  Any oil system permitted. All pressurized fl ex-
ible oil lines must pass a minimum 750 psi 30 second test.
OIL RETENTION DEVICE:  All entries must be equipped with 
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a properly fi tting lower engine ballistic/restraint device or a 
belly pan. The pan may be constructed from composite or 
metal. It must have vertical walls of at least 2 inches in height. 
Pan must extend from frame rail to frame rail and must ex-
tend from front of the engine mounting plate to the rear of the 
engine block. Pan must be attached with a minimum of three 
attachment points per side.
COOLING SYSTEM:  Any radiator, water pump and electri-
cally driven fan are permitted.
EXHAUST SYSTEM: Any exhaust system permitted. All ex-
haust systems must be directed out of body and away from 
driver and fuel tank.
FUEL SYSTEM:  Any electronic, mechanical or belt driven 
fuel pumps are allowed. Electronic fuel pumps must shut off 
with the master electric cut-off switch. Fuel cell must have a 
mounted fuel cells must meet SFI Spec 28.1 and be mounted 
between the frame rails and enclosed in a round tube frame. 
A round tube frame must be constructed of a minimum of 1 
¼-inch O.D. x .065-inch chrome moly tubing. Artifi cial cooling 
or heating of fuel (i.e., cool cans, ice, Freon, etc.) prohibited. 
Circulating systems that are not part of the normal fuel pump 
system are prohibited.
FUEL INJECTION: Any aftermarket electronic or mechanical 
fuel injection may be used. Fuel injector size and or type are 
unlimited.
THROTTLE BODY:  Any number and/or type of throttle body 
permitted.
INJECTOR SCOOP: Any injector scoop permitted.
CARBURETOR: Any number and/or type of carburetors may 
be used.
THROTTLE LINKAGE: Throttle must be manually operated 
by the driver’s foot.
FUEL: The use of propylene oxide is and nitromethane is pro-
hibited. Gasoline, as defi ned by the ADRL, is a mixture of hy-
drocarbons only. The use of methanol fuel is only for naturally
aspirated, turbocharged and supercharged engine combina-
tions. Methanol must be pure U.S. federal grades A and AA 
without the addition of chemicals additives, masking agents or 
anyother substances. The ADRL reserves the right to check 
fuel at any time during competition. Failure to pass fuel check 
is grounds for disallowance of the run during qualifying and 
also disqualifi cation from the event during eliminations.

DRIVETRAIN: 
CLUTCH, FLYWHEEL & FLYWHEEL SHIELD: Flywheel 
and clutch meeting SFI Spec 1.3, 1.4, or 1.5 is mandato-
ry. Lock-up style clutches are permitted. Flywheel shield 
meeting SFI Spec 6.2 or 6.3 is mandatory. 
TRANSMISSION: Aftermarket planetary, clutch less, 
OEM or aftermarket automatic transmission permitted. 
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All transmissions must be equipped with a SFI Spec 
4.1 transmission shield. OEM or aftermarket automatic 
transmissionsmust use a SFI Spec 30.1 flex plate shield 
and a SFI Spec 29.1 flex plate. Aftermarket converter 
drive units permitted. All entries using a torque 
converter must be equipped with a neutral safety switch 
and a reverse lockout. Lock-up style torque convertors 
are permitted. Automated, electric, or pneumatic 
shifting devices permitted on all transmission types.
DRIVELINE: Driveshaft meeting SFI Spec 43.1 is mandato-
ry. Each end of the driveshaft must have round 360-degree 
driveshaft loops within 6 inches of U-joints. A full 360-degree 
driveshaft tube is mandatory over the yoke, and needs to 
extend from the transmission tail shaft a minimum length of 
12 inches. Minimum thickness of tube housing is .050 inch 
chrome moly or titanium. Two-piece accepted with minimum 6 
3/8 inch Grade 8 bolts.

BRAKES, STEERING & SUSPENSION:
BRAKES: Automated brakes are prohibited. The application 
and release of the brakes must be a function of the driver. 
Four wheel hydraulic disc brakes are mandatory. Steel brake 
lines are 
STEERING: Any automotive type steering system permit-
ted. Commercially available quick disconnect steering wheel 
meeting SFI Spec 42.1 is mandatory. Minimum steering wheel 
diameter is 11inches.
SUSPENSION: Full automotive type systems are manda-
tory. A minimum of one hydraulic shock absorber per wheel 
is mandatory. Fabricated units are permitted. Rigid mounted 
suspensions or straight front axles are prohibited
WHEELIE BARS: Wheelie bars are required with nonmetallic 
wheels.

FRAME:
CHASSIS: Chassis must have a SFI 25.1E or 25.2 certifi ca-
tion and have either a NHRA or IHRA serialized sticker at-
tached to the roll cage before competition. A valid NHRA seri-
alized sticker is mandatory at an NHRA Member Track.
WHEELBASE: Minimum wheelbase is 100 inches and maxi-
mum is 115 inches. Full-sized trucks are allowed a maximum 
of 140 inches. Mid-sized trucks (i.e., S-10, Ranger, and Dako-
ta) are allowed a maximum of 125 inches. Maximum wheel-
base variation from left to right is 2 inches.
GROUND CLEARANCE: A minimum of 3 inches from the 
front of the vehicle to 12 inches behind front spindle centerline 
is mandatory. A minimum of 2 inches for the rest of the vehicle 
is mandatory (except for oil pan and exhaust headers).

TIRES AND WHEELS:
TIRES: Tires may not extend outside the body line. All tires 
must have the manufacturer, model and size information 

10



clearly designated on the tire.
WHEELS:  SFI Spec 15.1 or 15.3 rear wheels measuring 
16x16 inches with double bead locks or liners mandatory. 
Lightening or any other modifi cation to rear wheels is prohib-
ited. Wheels discs or covers are prohibited. Than the wheel 
tubs. The trunk must be completely separate from driver’s 
compartment using a fi rewall. 

BODY:
BODY: American or Import  production body styles permit-
ted. One piece funny car bodies are prohibited. Lightweight 
aftermarket replica body components are permitted as long 
as they have the same appearance as the body being used. 
Both doors must be functional from inside and outside of the 
vehicle. Front overhang is limited to 45 inches measuring 
from the front spindle. If the body selected has an overhang 
of less than 45 inches, a ADRL accepted extension may be 
used to reach the maximum length. All entries must have a 
metal defl ector or fi rewall extension between the fenders and 
the leading edge of the doors so that fi re, liquids, etc. cannot 
come into the driver’s compartment.
HOOD & HOOD SCOOP: Hood scoops are permitted and 
are allowed to have one opening. Vehicles that are equipped
with an EFI system are not required to run a hood scoop. Car-
buretors must be completely covered by the hood or hood-
scoop.
APPEARANCE: All cars in competition must be painted or 
wrapped. Advertising graphics are permitted on the body. In 
order to be eligible for the ADRL offi cial contingency program, 
all contingency sponsors’ decals must be easily visible and 
located on the outside of the vehicle. Failure to do so can 
result in the driver forfeiting all claimed contingencies for that 
particular event. The ADRL requires that all entries run the 
following decals:
1. ADRL Drag Racing Series: Decals (2) must be located on 
each side of vehicle. Either on the side windows or decals can 
be located on the body right beside the side windows.
2. Class Sponsor: Decal must be located on the passenger’s 
side lower portion of the windshield.
3. Class & Competition Numbers: Numbers must be easily 
visible/legible and located on the front, back, and both side 
windows.

ELECTRICAL:
BATTERY: Maximum of two batteries are allowed.
IGNITION: Maximum of one magneto and or distributor is al-
lowed. Maximum of only one spark plug per cylinder is al-
lowed. Magneto systems are limited to using a single 44 amp 
maximum output system. The use of multiple ignition coils 
(one per cylinder) instead of using a magneto or distributor is 
allowed. Any electronic ignition system is allowed.
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STARTER: On board or remote starters permitted.
MASTER CUTOFF SWITCH: A master cutoff switch is man-
datory.

SAFETY EQUIPMENT:
CREDENTIALS: Manditory: Valid NHRA/IHRA license.
DRIVER RESTRAINT SYSTEM: SFI 16.1 certifi cation re-
quired. 7 point system recommended.
FIRE  SYSTEM: SFI  17.1  system required.  System  must  
contain  a  minimum of  20  lbs of  fl uid  or  gas  fi re suppres-
sion agent. One nozzle required inside driver’s compartment 
must be directed at driver’s feet. Two or more nozzles must 
be directed at front of engine and fuel cell. All fi re suppression 
must be releasedwith a single actuation (i.e. single handle, 
button or lever).
HEAD AND NECK RESTRAINT: SFI 38.1 required. An alumi-
num skid plate located above driver’s head is recommended.
HELMET: SN-2010 or newer, SFI 31.2 or 41.2 required. Use 
of open face helmet prohibited. Eject Helmet Removal Sys-
tem (Part # SDR 890-01-30) or equivalent required.
MASTER ELECTRICAL CUTOFF: Required. Must be clearly 
labeled “PUSH OFF”.
PARACHUTES: Dual parachutes required. Separate shroud-
line mounting points with 1/2” sleeved grade 8 bolts required. 
Chute Deployment Mandatory at the end of every pass.  
PROTECTIVE CLOTHING: A driver’s suit meeting SFI 
3.2A/15, gloves meeting SFI 3.3/15, shoes meeting SFI 
3.3/15 and a head sock meeting SFI 3.3 required for Nitrous 
applications, and SFI 3.2A/20 driver suit, gloves meeting SFI 
3.3/20, shoes meeting SFI 3.3/20 and a head sock meeting 
SFI 3.3 required for Alcohol, Blown and Turbo applications. A 
head sock is not required when a helmet manufactured with a 
skirt meeting SFI 3.3 is used.
RF SHTUDOWN RECEIVER: Properly functioning Electrimo-
tion shutoff device (part numbers SB001 and RF001) recom-
mended.
ROLL BAR PADDING: SFI 45.1 required. 
SUPERCHARGER RESTRAINT: SFI 14.2 minimum required 
on all roots-type superchargers. SFI 14.21 required on all 
screw-type superchargers. You must utilize the entire assem-
bly including bag, plate and straps.
TRANSMISSION: All transmissions must be covered by a 
one piece SFI 4.1 restraint.
UPHOLSTERY: Driver’s seat foamed with energy absorbing 
material, formed for the driver and covered with fl ame retar-
dant material is required.

 SUPPORT GROUP:
COMPUTER/DATA RECORDERS: Computer/data recorders 
are permitted and must standalone and to be only used for
information gathering purposes.
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