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CLASS OVERVIEW: Outlaw Pro Mod is a 1/8th mile class 
designed for American and Import production vehicles. En-
tries have the option to run either an 8 CYL, small block or 
big block engine combination. All engine combinations are al-
lowed to use gasoline or methanol fuel. The use of nitrometh-
ane is prohibited.
Note: This set of class rules is presented to all competitors 
under the assumption that any modifi cations not specifi cally 
written within these rules shall be deemed illegal, unless the
competitor has the expressed written consent from the ADRL 
Tech Director. 
RACING FORMAT: This class will be run on a 16 car qualifi ed 
heads-up fi eld, NHRA Pro Style Ladder on a .400 Pro Tree.
ENGINE POWER ADDER BASE WEIGHT
Import Six (6) CYL* Turbo 2100 lbs
 2JZ engine or 6 cylinders’ weight – 2,200 pounds  
  Three (3) Rotary engine (20B by Mazda) weight –  
  2,100 pounds
 Two (2) Rotary engine (13B by Mazda) weight –   
  1,950 pounds
  NHRA chassis and safety rules to all import have to  
  apply.
 Power Adder– To make the power of 2,200 hp in  
  import we use 102mm and 106 mm turbos  
  but no nitrous.
 Turbo and Nitrous – 2 power adder may need to add  
  some weight in the future (100 pounds +)
 Import use Liberty’s or G-force transmission with  
  Ram or similar brand of clutches.
 Methanol – is the common fuel of imports   
  (Nitromethane is prohibited) 

 
 



Eight (8) Cylinder Small Block 
 Nitrous 2100 lbs
 Blower 2100 lbs
 Turbo 2100 lbs
 Twin Turbo 2250 lbs
Eight (8) Cylinder Big Block 
 Nitrous up to 899 2300 lbs
 Nitrous 900+ 2375 lbs
 Hemi Hi-helix/Roots 2350 lbs
 Hemi Twin Turbo 88mm 2400 lbs
 Twin Turbo 94mm 2450lbs
 Twin Turbo 98mm 2600lbs No Lock up permitted.
 Hemi Screw-Type C Rotor 92% Maximum 2450 lbs.
*Engine/Power adder combination must be preapproved by ADRL 
Tech Committee. Small Block: Maximum engine size for all small 
block entries is 500 cubic inches. 400 cubic inch or smaller boosted 
engines may use nitrous oxide as a sec ond power adder at a weight 
penalty of 50 lbs. Nitrous oxide will always be considered a second 
power adder.Nitrous: Big block engines are limited to 960 cubic inch-
es. Maximum bore space is 5.3 inches. Hi-Helix/Roots Supercharg-
er: Maximum Hi-Helix/roots Supercharger permitted is 14-71. Any 
overdrive permitted for 14-71 superchargers. Maximum bore space 
is 5.0 inches Screw-Type Supercharger: Hemi engines are limited to 
92% overdrive. A 50lbs penalty will be enforced on all ODs in 12% 
increments. EX: 116% = 100 lbs.  
All other engines have no overdrive limitations. Maximum bore space 
is 5.0 inches. 
WEIGHT ADDITIONS/DEDUCTIONS
Boosted small block engines 400 cubic inches or smaller are 
permitted the use of nitrous oxide as a second power adder 
and must add 50lbs to their original base weight.
Single turbocharged combinations may deduct 100 lbs. from 
twin turbocharged base weight.
All weights are with the driver and are rounded up to the 5lb 
increment. 

REQUIRMENTS & SPECIFICATIONS
ENGINE:

ENGINE: Engine must be an internal combustion, 90-degree 
V-8 automotive type engine. Or Import six cylinder combina-
tions that must be preapproved by ADRL Tech Committee.
ENGINE SETBACK: Maximum of 10% of total vehicle wheel 
base as measured from the centerline of the forward
front spindle to center of front spark plug hole.
HARMONIC BALANCER: SFI Spec 18.1 balancer is re-
quired.
CYLINDER HEADS: Hemi, canted valve or wedge heads 
permitted. Billet heads are permitted. Maximum of one spark 
plug per cylinder allowed.
INTAKE MANIFOLD: Any intake manifold permitted and it is 
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mandatory that all intake manifolds run a ADRL/NHRA ac
cepted burst panel.
NITROUS OXIDE: Any ADRL accepted nitrous system al-
lowed. Push systems are permitted. The use of water injection 
on nitrous assisted power adder combinations is permitted. 
Water is the only substance that may be used in water injec-
tion systems. The use of any agents other than nitrous oxide 
in the nitrous system is prohibited. Nitrous systems must only 
use gasoline for the fuel enrichment circuit. Nitrous systems 
must only be activated by a wide-open throttle switch.Maxi-
mum of two 15 pound nitrous bottles are allowed. All nitrous 
bottles must be stamped asmeeting the minimum DOT 1800 
pound rating.
HI-HELIX/ROOTS SUPERCHARGER: Hi-helix or standard 
helix Roots type supercharger is allowed. Manifold burst pan-
el meeting SFI Spec 23.1 plus restraint system meeting SFI 
Spec 14.2, including injector restraint straps mandatory. 
Cast or billet cases permitted.
SCREW-TYPE SUPERCHARGER: All screw-type super-
chargers must have a SFI 34.1 certifi cation. . Manifold burst 
panel meeting SFI Spec 23.1 plus restraint system meeting 
SFI Spec 14.2, including injector restraint straps mandatory. 
Cast or billet cases permitted.
TWIN TURBOCHARGER: Turbochargers are allowed a max-
imum impeller inducer of 88mm/3.465 inches. Compressor
wheel/impeller must only be constructed of cast or billet alumi-
num. Turbocharger is permitted a fresh air source from either 
the front bumper or grille area of the vehicle. Turbocharger 
size will be verifi ed by one or both of the following methods:
1. By measuring the housing bore at the leading edge of the 
impeller wheel. The maximum diameter of the housing bore at 
the leading edge of the impeller wheel may not exceed 2mm 
more than the maximum allowable turbocharger size permit-
ted in this class. By measuring the impeller inducer wheel 
where the leading edge of the inducer wheel meets the hous-
ing. The wheel/blade contour from the inducer to the exducer 
must be continuous without steps. Twin 98mm turbocharged 
combinations are not permitted the use of a lock-up torque 
convertor. Maximum impeller inducer of 98mm or 3.858 incches
SINGLE TURBOCHARGER: Single turbocharged entries are 
unlimited in turbocharger size.
INTERCOOLERS:  Intercoolers are only allowed on centrifu-
gal and turbocharged entries. Air-to-Air or Air-to-Water inter-
coolers are the only intercoolers allowed. Air, water and ice 
are the only allowed substances in the intercoolers or the in-
tercooler reservoirs. The use of any other agents is prohibited.
OIL SYSTEM:  Any oil system permitted. All pressurized fl ex-
ible oil lines must pass a minimum 750 psi 30 second test.
OIL RETENTION DEVICE:  All entries must be equipped with 
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a properly fi tting lower engine ballistic/restraint device or a 
belly pan. The pan may be constructed from composite or 
metal. It must have vertical walls of at least 2 inches in height. 
Pan must extend from frame rail to frame rail and must ex-
tend from front of the engine mounting plate to the rear of the 
engine block. Pan must be attached with a minimum of three 
attachment points per side.
COOLING SYSTEM:  Any radiator, water pump and electri-
cally driven fan are permitted.
EXHAUST SYSTEM: Any exhaust system permitted. All ex-
haust systems must be directed out of body and away from 
driver and fuel tank.
FUEL SYSTEM:  Any electronic, mechanical or belt driven 
fuel pumps are allowed. Electronic fuel pumps must shut off 
with the master electric cut-off switch. Fuel cell must have a 
mounted fuel cells must meet SFI Spec 28.1 and be mounted 
between the frame rails and enclosed in a round tube frame. 
A round tube frame must be constructed of a minimum of 1 
¼-inch O.D. x .065-inch chrome moly tubing. Artifi cial cooling 
or heating of fuel (i.e., cool cans, ice, Freon, etc.) prohibited. 
Circulating systems that are not part of the normal fuel pump 
system are prohibited.
FUEL INJECTION: Any aftermarket electronic or mechanical 
fuel injection may be used. Fuel injector size and or type are 
unlimited.
THROTTLE BODY:  Any number and/or type of throttle body 
permitted.
INJECTOR SCOOP: Any injector scoop permitted.
CARBURETOR: Any number and/or type of carburetors may 
be used.
THROTTLE LINKAGE: Throttle must be manually operated 
by the driver’s foot.
FUEL: The use of propylene oxide is and nitromethane is pro-
hibited. Gasoline, as defi ned by the ADRL, is a mixture of hy-
drocarbons only. The use of methanol fuel is only for naturally
aspirated, turbocharged and supercharged engine combina-
tions. Methanol must be pure U.S. federal grades A and AA 
without the addition of chemicals additives, masking agents or 
anyother substances. The ADRL reserves the right to check 
fuel at any time during competition. Failure to pass fuel check 
is grounds for disallowance of the run during qualifying and 
also disqualifi cation from the event during eliminations.

DRIVETRAIN: 
CLUTCH, FLYWHEEL & FLYWHEEL SHIELD: Flywheel 
and clutch meeting SFI Spec 1.3, 1.4, or 1.5 is mandato-
ry. Lock-up style clutches are permitted. Flywheel shield 
meeting SFI Spec 6.2 or 6.3 is mandatory. 
TRANSMISSION: Aftermarket planetary, clutch less, 
OEM or aftermarket automatic transmission permitted. 
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All transmissions must be equipped with a SFI Spec 
4.1 transmission shield. OEM or aftermarket automatic 
transmissionsmust use a SFI Spec 30.1 flex plate shield 
and a SFI Spec 29.1 flex plate. Aftermarket converter 
drive units permitted. All entries using a torque 
converter must be equipped with a neutral safety switch 
and a reverse lockout. Lock-up style torque convertors 
are permitted. Automated, electric, or pneumatic 
shifting devices permitted on all transmission types.
DRIVELINE: Driveshaft meeting SFI Spec 43.1 is mandato-
ry. Each end of the driveshaft must have round 360-degree 
driveshaft loops within 6 inches of U-joints. A full 360-degree 
driveshaft tube is mandatory over the yoke, and needs to 
extend from the transmission tail shaft a minimum length of 
12 inches. Minimum thickness of tube housing is .050 inch 
chrome moly or titanium. Two-piece accepted with minimum 6 
3/8 inch Grade 8 bolts.

BRAKES, STEERING & SUSPENSION:
BRAKES: Automated brakes are prohibited. The application 
and release of the brakes must be a function of the driver. 
Four wheel hydraulic disc brakes are mandatory. Steel brake 
lines are 
STEERING: Any automotive type steering system permit-
ted. Commercially available quick disconnect steering wheel 
meeting SFI Spec 42.1 is mandatory. Minimum steering wheel 
diameter is 11inches.
SUSPENSION: Full automotive type systems are manda-
tory. A minimum of one hydraulic shock absorber per wheel 
is mandatory. Fabricated units are permitted. Rigid mounted 
suspensions or straight front axles are prohibited
WHEELIE BARS: Wheelie bars are required with nonmetallic 
wheels.

FRAME:
CHASSIS: Chassis must have a SFI 25.1E or 25.2 certifi ca-
tion and have either a NHRA or IHRA serialized sticker at-
tached to the roll cage before competition. A valid NHRA seri-
alized sticker is mandatory at an NHRA Member Track.
WHEELBASE: Minimum wheelbase is 100 inches and maxi-
mum is 115 inches. Full-sized trucks are allowed a maximum 
of 140 inches. Mid-sized trucks (i.e., S-10, Ranger, and Dako-
ta) are allowed a maximum of 125 inches. Maximum wheel-
base variation from left to right is 2 inches.
GROUND CLEARANCE: A minimum of 3 inches from the 
front of the vehicle to 12 inches behind front spindle centerline 
is mandatory. A minimum of 2 inches for the rest of the vehicle 
is mandatory (except for oil pan and exhaust headers).

TIRES AND WHEELS:
TIRES: Tires may not extend outside the body line. All tires 
must have the manufacturer, model and size information 
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clearly designated on the tire.
WHEELS:  SFI Spec 15.1 or 15.3 rear wheels measuring 
16x16 inches with double bead locks or liners mandatory. 
Lightening or any other modifi cation to rear wheels is prohib-
ited. Wheels discs or covers are prohibited. Than the wheel 
tubs. The trunk must be completely separate from driver’s 
compartment using a fi rewall. 

BODY:
BODY: American or Import  production body styles permit-
ted. One piece funny car bodies are prohibited. Lightweight 
aftermarket replica body components are permitted as long 
as they have the same appearance as the body being used. 
Both doors must be functional from inside and outside of the 
vehicle. Front overhang is limited to 45 inches measuring 
from the front spindle. If the body selected has an overhang 
of less than 45 inches, a ADRL accepted extension may be 
used to reach the maximum length. All entries must have a 
metal defl ector or fi rewall extension between the fenders and 
the leading edge of the doors so that fi re, liquids, etc. cannot 
come into the driver’s compartment.
HOOD & HOOD SCOOP: Hood scoops are permitted and 
are allowed to have one opening. Vehicles that are equipped
with an EFI system are not required to run a hood scoop. Car-
buretors must be completely covered by the hood or hood-
scoop.
APPEARANCE: All cars in competition must be painted or 
wrapped. Advertising graphics are permitted on the body. In 
order to be eligible for the ADRL offi cial contingency program, 
all contingency sponsors’ decals must be easily visible and 
located on the outside of the vehicle. Failure to do so can 
result in the driver forfeiting all claimed contingencies for that 
particular event. The ADRL requires that all entries run the 
following decals:
1. ADRL Drag Racing Series: Decals (2) must be located on 
each side of vehicle. Either on the side windows or decals can 
be located on the body right beside the side windows.
2. Class Sponsor: Decal must be located on the passenger’s 
side lower portion of the windshield.
3. Class & Competition Numbers: Numbers must be easily 
visible/legible and located on the front, back, and both side 
windows.

ELECTRICAL:
BATTERY: Maximum of two batteries are allowed.
IGNITION: Maximum of one magneto and or distributor is al-
lowed. Maximum of only one spark plug per cylinder is al-
lowed. Magneto systems are limited to using a single 44 amp 
maximum output system. The use of multiple ignition coils 
(one per cylinder) instead of using a magneto or distributor is 
allowed. Any electronic ignition system is allowed.
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STARTER: On board or remote starters permitted.
MASTER CUTOFF SWITCH: A master cutoff switch is man-
datory.

SAFETY EQUIPMENT:
CREDENTIALS: Manditory: Valid NHRA/IHRA license.
DRIVER RESTRAINT SYSTEM: SFI 16.1 certifi cation re-
quired. 7 point system recommended.
FIRE  SYSTEM: SFI  17.1  system required.  System  must  
contain  a  minimum of  20  lbs of  fl uid  or  gas  fi re suppres-
sion agent. One nozzle required inside driver’s compartment 
must be directed at driver’s feet. Two or more nozzles must 
be directed at front of engine and fuel cell. All fi re suppression 
must be releasedwith a single actuation (i.e. single handle, 
button or lever).
HEAD AND NECK RESTRAINT: SFI 38.1 required. An alumi-
num skid plate located above driver’s head is recommended.
HELMET: SN-2010 or newer, SFI 31.2 or 41.2 required. Use 
of open face helmet prohibited. Eject Helmet Removal Sys-
tem (Part # SDR 890-01-30) or equivalent required.
MASTER ELECTRICAL CUTOFF: Required. Must be clearly 
labeled “PUSH OFF”.
PARACHUTES: Dual parachutes required. Separate shroud-
line mounting points with 1/2” sleeved grade 8 bolts required. 
Chute Deployment Mandatory at the end of every pass.  
PROTECTIVE CLOTHING: A driver’s suit meeting SFI 
3.2A/15, gloves meeting SFI 3.3/15, shoes meeting SFI 
3.3/15 and a head sock meeting SFI 3.3 required for Nitrous 
applications, and SFI 3.2A/20 driver suit, gloves meeting SFI 
3.3/20, shoes meeting SFI 3.3/20 and a head sock meeting 
SFI 3.3 required for Alcohol, Blown and Turbo applications. A 
head sock is not required when a helmet manufactured with a 
skirt meeting SFI 3.3 is used.
RF SHTUDOWN RECEIVER: Properly functioning Electrimo-
tion shutoff device (part numbers SB001 and RF001) recom-
mended.
ROLL BAR PADDING: SFI 45.1 required. 
SUPERCHARGER RESTRAINT: SFI 14.2 minimum required 
on all roots-type superchargers. SFI 14.21 required on all 
screw-type superchargers. You must utilize the entire assem-
bly including bag, plate and straps.
TRANSMISSION: All transmissions must be covered by a 
one piece SFI 4.1 restraint.
UPHOLSTERY: Driver’s seat foamed with energy absorbing 
material, formed for the driver and covered with fl ame retar-
dant material is required.

 SUPPORT GROUP:
COMPUTER/DATA RECORDERS: Computer/data recorders 
are permitted and must standalone and to be only used for
information gathering purposes.
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Class (TS) is for vehicles that are full-bodied side-steer-type 
only. The fi eld qualifi es by a dial-in e.t. format and ran on a 
sportsman ladder. Minimum dial-in is 5.29 seconds and maxi-
mum dial-in is 4.49 seconds for 1/8 mile competition, breakout 
rules apply. Lane choice is awarded to higher qualifi ed car 
and the faster car in the previous round of competition there 
after. Class will be ran on a .500 Full Tree with Crosstalk.
Designation: TS followed by the car number. Numbers must 
be at least 4 inches in height and displayed on all four (4) 
windows. 

Weight Minimums (including the driver and directly after 
the run): 
Four (4) cyclinder (Supercharged or Turbocharged): 1,900 
lbs.
Six (6) cylinder (Supercharged or Turbocharged): 2,100 lbs.
Eight (8) cylinder Small Block 
 Naturally aspirated: 1,900 lbs.
 Nitrous: 2,000 lbs.
 Supercharged or Turbocharged: 2,100 lbs.
Eight (8) cylinder Big Block
 Naturally aspirated: 2,200 lbs.
 Nitrous: 2,450 lbs.
 Supercharged or Turbocharged: 2,600 lbs.

Requirements & Specifi cations 
Driver

Credentials:
 License: IHRA OR NHRA Competition License   
 Medical: Physical Records Manditory
Helmet: Full face helmet is manditory on all competitors. SN,-
SA or M-2010, or newer or SFI 31.2 or 41.2. General Regu-
lations
Protective Clothing: Drivers suit meeting SFI 3.2A/15, gloves 
and shoes meeting 3.3/15 and SFI 3.3 neck collar mandatory 
for Supercharged 



enteries and Nitrous entries running 6.75 or quicker (1/4 
mile) or 4.50 or quicker (1/8 mile).Driver suit meeting  SFI 
3.2A/5, gloves meeting SFI 3.3/5, shoes meeting SFI 3.3 and 
neck collar  meeting SFI  3.3 mandatory for all other entries. 
General Regulations
Neck Collar/Head and Neck Restraint Device/System:
SFI 38.1 manditory for entries going 200 mph or more. 
Which can be used with or withour a neck collar. If a neck 
collar is not used then an SFI 3.3 head sock or SFI Spec 3.3 
shirted helmet is required. General Regulations
Driver Restraint System: 
SFI Spec 16.1 or 16.5 manditory within 2 year expiration 
from date of manufacture. 

Chassis
Chassis:
All vehicles must use a full frame meeting SFI 25.1 of SFI 25.2 
spec. for 7.49 second or Quicker 7.50 and slower use SFI 
25.4 or 25.5 spec.
Ballast: 
Permitted: 250 lbs. maximum
Removable: 100 lbs maximum
Ground Clearance:
Minimum 3 inches required from the front of the car to 12 inch-
es behind the axle centerline, 2 inches for the remainder of 
the car except for the oil pan and exhausts headers.
Wheelbase:
Minimum 90 inches. One (1) inch variation from left to right.
Roll-Cage Padding:
Manditory: meeting SFI 45.1.
Upholstery:
Optional. General Regulations
Parachute:
Required. Vehicles running in excess of 200 mph must use 
dual parachutes with two (2) separare shroud line mount-
ing points using sleeved 1/2 inch bolts. Safety pins must be 
fl agged.

Body
Body:
Must be full-bodied vehicle (trucks, vans, wagons permitted) 
with two (2) functioning doors. Front overhang limited to 45 
inches from center of the spindle unless stock OEM is longer.
Firewall:
Required. Each vehicle in in competition must be equipped 
with minimum 0.024-inch steel or 0.032-inch aluminum fi re-
wall.
Floor:
Minimum 0.025-inch steel welded in on driver’s side fi rewall 
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to rear crossmember. Remainder 0.032 aluminum, 0.024-
inch steel, or ADRL-accepted carbon fi ber.
Hood Scoop:
Maximum height of 15 inches. Measured from the mounting 
surface to the top. 

Driveline
Driveline:
Two (2) driveshaft loops are required within six (6) inches of 
the universal joints and cover the shaft 360o  for a minimum 
of 12 inches. Tubing minimum thickness is 0.050 chromoly 
or titanium. Mounting of the driveline loop must be in at least 
four (4) mounting points or welded to the chassis. Mounting 
bolts must be at least 5/16 SAE. Mounting pins  (push/pull) 
must be a minimum of 1/4 inch. General Regulations
Flexplate:
Mandatory, SFI 29.1 automatic transmission fl explate
Flexplate shield:
Mandatory, SFI 30.1 fl explate shield. An SFI 6.1 bellhousing 
is permitted on torque converter assisted planetary transmis-
sions.
Clutch, Flywheel, Flywheel Sheild:
Mandatory, Flywheel and Clutch SFI Spec 1.1, 1.2, 1.3, 1.4, 
or 1.5.
Mandatory, Flywheel shield SFI Spec 6.1, 6.2, or 6.3 on 
clutch-equiped vehicles. See appropriate SFI Specifi cation 
for motor plate and bolting requirement.
Transmission:
Any transmission may be used; however, vehicle musst em-
ploy positive systemto disengage from fi nal drive. All auto-
matic transmissions must have a nuetral safety start switch 
and reverse lockout device. All pressurized units must utilize 
fl exible hoses pressure tested to 300 psi and be clearly la-
beled as passing the testing processor steel lines and AN fi t-
tings to connect with accessory cooler. A minimum 1/8-inch 
pipe connection using high-pressure line vent to over-fl ow 
tank (minimum one (1) pint capacity) is manadatory.
Transmisson Shield:
Mandatory, one (1) piece transmission shield meeting SFI 
Spec 4.1 for all entries.
Rear End:
Aftermarket axles required with axle retension device. Weld-
ed spider gears prohibited. Stud bolts must be 5/8 inch min-
imum.
Wheels:
Each vehicle in competition must be equipped with auto-
motive-type wheels, designed for racing. SFI Spec 15.1rear 
wheels with beadlocks or liners mandatory on any vehicle 
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that runs 6.50 seconds and quicker or 210 mph and faster.
Tires:
Must be automotive type and designed for racing.

Brakes and Suspension
Steering:
If removable steering wheel is used, an SFI Spec 42.1 com-
mercially available quick-disconnect steering wheel adapter 
is mandatory.
Brakes:
Four (4) wheel brakes mandatory with dual mastre cylinder 
mounted above framerails on all entries. Steel brake lines 
mandatory.
Wheelie Bars:
Permitted. Wheels must be nonmetallic.  General Regulations

Engine
Engine:
Any internal combustion engine allowed with any modifi ca-
tions. Only one engine may be used. No cubic-inch limited. 
Harmonic balancer meeting SFI Spec 18.1 mandatory. 
Starter:
All entries must be self-starting with an onboard starter and 
battery.
Valve Covers:
Cast or Fabricated metal valve covers, using all attachment 
bolt holes, mandatory on supercharged or turbocharged ve-
hicles. Positive locking crank case breathers (valve cover) 
mandatory. Two (2), One (1) inch-diameter connections man-
datory on all supercharged engines.
Supercharger:
Prohibited, screw-type supercharger and is the use of Ni-
trous Oxide on supercharged vehicles. A 14-71 (or smaller) 
standard or Hi-helix supercharger are permitted. Vehicles us-
ing 12-71 or 14-71 superchargers must have an SFI 14.2 or 
14.3 supercharger restraint with approved bag from the same 
manufacture. Belt guard shielding all fuel and oil lines is man-
datory. Aluminum studs for the manifold to supercharger is 
mandatory.  General Regulations
Turbocharger:
Prohibited, the use of Nitrous Oxide on turbocharged vehicles.
Permitted, the use of single or dual turbochargers. This com-
bination will utilize supercharged weight minimums.
Carburetors/Induction System:
Mandatory, two (2) return springs.
Permitted, Caburetors, fuel injection, and electronic fuel injec-
tion. Prohibited, throttle stops.
Fuel:
Permitted,Racing gasoline, gasoline, alcohol, gasohol, etha-
nol, and diesel.
Exhaust System:
Permitted, competition exhaust systems. Exhaust gases must 
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be directed out of the vehicle body, rearward, away from driv-
er and fuel tank. If zoomies are used they must be turned 
upward a minimum of three (3) degrees.
Oil Lines:
All oil lines must pass a minimum pressure test and be clearly 
labeled as passing the test. Minimum test standards are 300 
psi for 30 seconds for lines 30 psi and lower. 
Oil-Retention Device:
All vehicles an ADRL accepted lower engine oil-retention de-
vice; may use a belly pan instead of a device to the engine. 
A nonfl ammable, oil-absorbent liner is mandatory inside the 
retension device. Pan must run from in front of the motor plate 
to in front of the rear motor plate and from framerail to fram-
erail. All belly pans must have a two (2) inch high lip on all 
sides. Vehicle without a front motor plate, the pan must run 
from in front of the harmonic balancer to the front of the rear 
motor plate and framerail to framerail. General Regulations
Fuel System:
If the fuel tank/cell is mounted in the rear of the vehicle, it must 
be vented outside the vehicle body and equipped with at fl ash 
shield to isolate the fuel system from the drivers compart-
ment. If the fuel tank/cell is mounted in the front of the vehicle, 
the fuel system must be mounted between the framerails and 
enclosed in a round tube frame,minimum 1 1/4 O.D. x 0.065 
chromoly or 0.118 mild steel tubing. No part of the fuel system 
can be mounted to the fi rewall or in the fl ywheel/ fl explate 
area.
Throttle Stop:
Prohibited, are the used of throttle stops, stutter boxes, etc 
that control the engine rpm downtrack. Throttle Stop device 
can be present on vehicle but must me disconnected from 
all controls. Throttle Stop device are defi ned as mechanical, 
electronic, or pnuematic.
Liquid Overfl ow:
Mandatory, minimum of a one (1) pint fl uid containment ca-
pacity for coolant overfl ow. General Regulations

Electrical
Master Cutoff:
Mandatory, external electrical cutoff switch. if the external cut-
off switch (push/pull), the (push) position must be to discon-
nect the electrical system. The off position must be clearly 
displayed on the vehicle. General Regulations
Batteries:
All batteries must be securely mounted. General Regulations
Delay Box/Device:
Permitted,  General Regulations
Taillights:
Mandatory, a two (2) inch taillight.
Prohibited, fl ashing, blinking, or strobe lights.
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 General Regulations 
Ignition:
Permitted, starting line and/or hi-rev limiters. All wiring must 
be clearly visible and able to be traced. 
Prohibited, altering of aftermarket electronic ignition devices 
other than from factory specifi cations and/or intended use.

Miscellaneous
Fire Extinguisher System:
Mandatory on all vehicles. Minimum requirement of a fi ve (5) 
lbs ADRL approved system. Minimum requirement of a twenty 
(20) lbs ADRL approved system for all supercharged metha-
nol-burning vehicles. The system must be divided in one an 
manner that at least one (1) nozzle is directed into the drivers 
compartment and at least one (1) nozzle is directed in the 
engine compartment.  General Regulations
Tow Vehicles:
Permitted, golf cart, three (3) wheeled, four (4) wheeled, ATV/
Quadrunner style tow vehicles 
Prohibited, full size tow vehicle.
Data Recorder:
Permitted, Data Recorders may be used for the collection of 
data only and must be activiated by a seperate switch. View-
ing of the data must only be available after the pass is com-
plete. 
Prohibited, using the data collection system to perform any 
active function during the pass. Engaging the data recording 
device by clutch, throttle, brake, etc. 
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Class (TD) is dragsters and open-bodied altered-type vehicles 
only. NHRA Chassis certifi cation is mandatory on all vehicles. 
The fi eld qualifi es by a dial-in e.t. format and ran on a sportsmab 
ladder. Minimum dial-in is 4.9 seconds and maximum dial-in is 
3.66 seconds in the 1/8 mile competition, breakout rules ap-
ply. Lane choice is awarded to higer qualifi ed car and the fast-
er car in the previous round of competition there after. Class 
will be ran on a .500 Full Tree with crosstalk.

Designation: TD followed by the car number. Numbers must 
be at least 4 inches in height and visible from both sides of 
the vehicle. 

Weight Minimums (including the driver and directly after 
the run): 
Four (4) cyclinder and Six (6) cylinder (Dragster or Altered):
 Naturally aspirated: 1,400 lbs.
 Nitrous: 1,500 lbs.
 Supercharged or Turbocharged: 1,600 lbs.
Eight (8) cylinder Small Block 

Naturally aspirated: 1,450 lbs.
 Nitrous: 1,550 lbs.
 Supercharged or Turbocharged: 1,650 lbs.
Eight (8) cylinder Big Block

Naturally aspirated: 1,500 lbs.
 Nitrous: 1,700 lbs.
 Supercharged or Turbocharged: 1,800 lbs.

Requirements & Specifi cations 
Driver

Credentials:
License: IHRA OR NHRA Competition License   

 Medical: Physical Records Manditory
Helmet: Full face helmet is manditory on all competitors. SN,-
SA or M-2010, or newer or SFI 31.1 or 41.1. General Regu-
lations
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Protective Clothing:Mandatory, drivers suit meeting SFI 
3.2A/15, gloves and shoes (boots) meeting 3.3/5 and SFI 3.3 
neck collar. Front engine Supercharged enteries and Turbo-
charged entries driver suit meeting  SFI 3.2A/20, gloves meet-
ing SFI 3.3/15, shoes (boots) meeting SFI 3.3/15. General 
Regulations
Neck Collar/Head and Neck Restraint Device/System: 
Manditory, SFI 38.1 for all entries and exhibit a valid SFI 
label. Which must to be worn properly, as per the manufac-
turer’s design/specifi cations, at all times when between the 
ready line and the return road. Which can be used with or 
withour a neck collar. If a neck collar is not used then an SFI 
3.3 head sock or SFI Spec 3.3 shirted helmet is required.
Prohibited, modifi cations of the device.
General Regulations
Driver Restraint System: SFI Spec 16.1 or 16.5 manditory 
update every 2 year from date of manufacture. Front engine 
supercharged methanol-burning open-bodied vehicles must 
be covered with a fi re-resistent covering.

Chassis
Chassis: All vehicles must use an NHRA serialized sticker 
attacked to the frame for the E.T. class participating in. Rear 
engine Dragsters must meeting SFI 2.1, 2.3 MN, 2.5B, or 
2.7B. Front engine dragsters must meet SFI spec 2.2B, 2.4B, 
or 2.6. Altereds must meet SFT Spec 10.1E, 10.2, or 10.3. All 
side-steer altereds must meet the requirements of SFI 10.4 
for the E.T. Class prior to competition.
Ballast: 
Permitted: 250 lbs. maximum
Removable: 100 lbs maximum
Ground Clearance: Minimum 3 inches required from the front 
of the car to 12 inches behind the axle centerline, 2 inches for 
the remainder of the car except for the oil pan and exhausts 
headers.
Wheelbase: Minimum 150 inches to an 300 inches maximum 
for rear engine or rear engine dragsters. Minimum 120 inches 
to a maximum of 150 inches for Altered. Two (2) inch variation 
from left to right.
Roll-Cage Padding: Manditory: meeting SFI 45.1.
Upholstery:
Optional. General Regulations
Parachute: Required. Vehicles running in excess of 200 mph 
must use dual parachutes with two (2) separare shroud line 
mounting points using sleeved 1/2 inch bolts. Safety pins 
must be fl agged.
Defl ector Plate: Mandatory, for rear engine vehicles between 
driver compart-ment roll cage and the engine. Minimum thick-
ness :. 0.060-inch for steel or 0.125-inch aluminum.
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Airfoil: Prohibited, movement or ability to adjust during the 
run. Any part of the canard type devices be within six (6) 
inches of the rear tire. Permitted: Canard type side mount-
ed devices. Mandatory, on all vehicles that exceed 200 mph. 
Rear wing of between 360 square inches (minimum) to 750 
square inches(maximum) and a minimum height of 55 inch-
es (measured from the tailing edge to the ground, vertically). 
Spill plates straight, parallel, and measure 50 square inches 
(minimum). Leading edge of the wing can be a maximum of 
ten (10) inches forward of the centerline of the rear axle. 
Must be positive locking to prevent movement. 

Body
Body: A carbon fi ber, fi berglass, or metal constructed body 
must extend forward to the fi rewall. Mandatory, crossmenber 
and subfl oor are mandatory if the dirver’s body contacts the 
belly pan. Maximum of a 30 overhang from the forwardmost 
part of the body to the center of the front spindle. The driver’s 
compartment must be designed in a manner that no part of 
the drivers body contacts the track surface, exhaust, or wheel 
assemblies. Altereds must us a pre-1949 roadster (reproduc-
tion).
Firewall: Required. Each vehicle in in competition must be 
equipped with minimum 0.024-inch steel or 0.032-inch alumi-
num fi rewall.
Floor: Minimum 0.025-inch steel welded in on driver’s side 
fi rewall to rear crossmember. Remainder 0.032 aluminum, 
0.024-inch steel, or ADRL-accepted carbon fi ber.
Hood Scoop: Maximum height of 15 inches. Measured from 
the mounting surface to the top. 

Driveline
Driveline: Two (2) driveshaft loops are required within six (6) 
inches of the universal joints and cover the shaft 360o  for a 
minimum of 12 inches. Tubing minimum thickness is 0.050 
chromoly or titanium. Mounting of the driveline loop must be 
in at least four (4) mounting points or welded to the chas-
sis. Mounting bolts must be at least 5/16 SAE. Mounting pins  
(push/pull) must be a minimum of 1/4 inch. General Regula-
tions
Flexplate: Mandatory, SFI 29.1 automatic transmission fl ex-
plate
Clutch, Flywheel, Flywheel Sheild: Mandatory, Flywheel 
and Clutch SFI Spec 1.1, 1.2, 1.3, 1.4, or 1.5. Mandatory, Fly-
wheel shield SFI Spec 6.1, 6.2, or 6.3 on clutch-equiped ve-
hicles. See appropriate SFI Specifi cation for motor plate and 
bolting requirement.
Transmission: Any transmission may be used; however, ve-
hicle musst employ positive system to disengage from fi nal 
drive. All automatic transmissions must have a neutral safety 
start switch and reverse lockout device. All pressurized units
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must utilize fl exible hoses pressure tested to 300 psi and be 
clearly labeled as passing the testing processor steel lines 
and AN fi ttings to connect with accessory cooler. A minimum 
one (1) pint capacity is manadatory.
A minimum 1/8-inch pipe connection using high-pressure line 
vent to over-fl ow tank (minimum one (1) pint capacity) is ma-
nadatory.
Clutchless transmissions are limited to fi ve (5) forward gears; 
aftermarket planetary limited to three forward gears. 
Transmisson Shield: Mandatory, one (1) piece transmission 
shield meeting SFI Spec 4.1for all entries.
Rear End: Aftermarket axles required with axle retension de-
vice. Welded spider gears prohibited. Stud bolts must be 5/8 
inch minimum.
Wheels: Each vehicle in competition must be equipped with 
automotive-type wheels, designed for racing. SFI Spec 15.1 
rear wheels with beadlocks or liners mandatory on any vehi-
cle that runs 6.50 seconds and quicker or 210 mph and faster. 
Permitted, Automotive type wire wheels on dragster front axle 
(vehicles under 1800 lbs).
Prohibited, front wheel fairings
Tires: Must be automotive type and designed for racing. Min-
imum of a thirteen (13) inch front tires.

Brakes and Suspension
Steering: If removable steering wheel is used, an SFI Spec 
42.1 commercially available quick-disconnect steering wheel 
adapter is mandatory. Shaft must connect with the steering 
box and prevent injury to driver in case of a frontal impact. 
Brakes: Mandatory, two (2) rear wheel hydraulic brakes, with 
steel brake lines. Hand brake (if equipped) must be located 
inside the drivers compartment. General Regulations
Suspension: Permitted:Rigid-mounted rear axles and rig-
id-mounted front axles for 120 inch plus wheelbase. An oil 
pan protection device must be present incase of tire failure or 
excessive frame fl ex.
Pinion Support: Mandatory, anti-rotation device attached 
directly from the frame (crossmember) to the axle or pinion 
housing  to prevent rotation in unsuspended rear ends.
Wheelie Bars: Permitted. Wheels must be nonmetallic. 

Engine
Engine: Any internal combustion engine allowed with any 
modifi cations. Only one engine may be used. No cubic-inch 
limited. Harmonic balancer meeting SFI Spec 18.1 mandato-
ry. 
Starter: All entries must be self-starting with an onboard start-
er and battery.
Valve Covers: Cast or Fabricated metal valve covers, using 
all attachment bolt holes, mandatory on supercharged or tur
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percharged vehicles. Permitted, screw type, roots type, and 
high-helix roots type superchargers. Screw type supercharg-
ers must be SFI Spec 34.1 and inspected every three (3) 
years by the manufacturer.  Belt guard shielding all fuel and 
oil lines is mandatory. Aluminum studs for the manifold to su-
percharger is mandatory. Manifold burst panel meet SFI Spec 
23.1 in addition to the burst panel in the supercharger. Front 
engine dragster must use an SFI Spec14.2 or 14.3 restrain, 
Rear engine dragsters must use SFI Spec 14.1, 14.2, 14.3 su-
percharger restraints. All supercharged dragsters must use a 
torque converter assisted transmission. General Regulations
Turbocharger: Prohibited, the use of Nitrous Oxide on turbo-
charged vehicles. Permitted, the use of single or dual turbo-
chargers. This combination will utilize supercharged weight 
minimums.
Carburetors/Induction System: Mandatory, two (2) return 
springs. Permitted, Caburetors, fuel injection, and electronic 
fuel injection. Prohibited, throttle stops.
Fuel: Permitted,Racing gasoline, gasoline, alcohol, gasohol, 
ethanol, and diesel. Permitted, competition exhaust systems. 
Exhaust gases must be directed out of the vehicle body, rear-
ward, away from driver and fuel tank. If zoomies are used they 
must be turnedupward a minimum of three (3) degrees.
Exhaust System:
Oil Lines: All oil lines must pass a minimum pressure test 
and be clearly labeled as passing the test. Minimum test stan-
dards are 300 psi for 30 seconds for lines 30 psi and lower. 
Oil-Retention Device: All vehicles an ADRL accepted lower 
engine oil-retention device; may use a belly pan instead of a 
device to the engine. A nonfl ammable, oil-absorbent liner is 
mandatory inside the retension device. Pan must run from in 
front of the motor plate to in front of the rear motor plate and 
from framerail to framerail. All belly pans must have a two (2) 
inch high lip on all sides. Vehicle without a front motor plate, 
the pan must run from in front of the harmonic balancer to the 
front of the rear motor plate and framerail to framerail. Gen-
eral Regulations
Fuel System: If the fuel tank/cell is mounted in the rear of 
the vehicle, it must be vented outside the vehicle body and 
equipped with at fl ash shield to isolate the fuel system from 
the drivers compartment. If the fuel tank/cell is mounted in the 
front of the vehicle, the fuel system must be mounted between 
the framerails and enclosed in a round tube frame,minimum 1 
1/4 O.D. x 0.065 chromoly or 0.118 mild steel tubing. No part 
of the fuel system can be mounted to the fi rewall or in the
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fl ywheel/ fl explate area. On vehicles confi gured with the fuel 
tank in the front and rear engine, all fuel lines must be isolated 
from the drivers compartment with the use of steel breaded 
lines or subfl oor.
Throttle Stop: Prohibited, are the used of throttle stops, stut-
ter boxes, etc that control the engine rpm downtrack. Throttle 
Stop device can be present on vehicle but must me discon-
nected from all controls. Throttle Stop device are defi ned as 
mechanical, electronic, or pnuematic.
Liquid Overfl ow: Mandatory, minimum of a one (1) pint fl uid 
containment capacity for coolant overfl ow. General Regula-
tions

Electrical
Master Cutoff: Mandatory, external electrical cutoff switch. if 
the external cutoff switch (push/pull), the (push) position must 
be to disconnect the electrical system. The off position must 
be clearly displayed on the vehicle. General Regulations
Batteries: All batteries must be securely mounted. General 
Regulations Delay Box/Device: Permitted,  General Regu-
lations
Taillights: Mandatory, a two (2) inch taillight.Prohibited, fl ash-
ing, blinking, or strobe lights. General Regulations 
Ignition: Permitted, starting line and/or hi-rev limiters. All wir-
ing must be clearly visible and able to be traced. 
Prohibited, altering of aftermarket electronic ignition devices 
other than from factory specifi cations and/or intended use.

Miscellaneous
Fire Extinguisher System:
Mandatory on all vehicles. Minimum requirement of a fi ve (5) 
lbs ADRL approved system. Minimum requirement of a twenty 
(20) lbs ADRL approved system for all supercharged metha-
nol-burning vehicles. The system must be divided in one an 
manner that at least one (1) nozzle is directed into the drivers 
compartment and at least one (1) nozzle is directed in the 
engine compartment.  General Regulations
Tow Vehicles:
Permitted, golf cart, three (3) wheeled, four (4) wheeled, ATV/
Quadrunner style tow vehicles 
Prohibited, full size tow vehicle. 
Data Recorder:
Permitted, Data Recorders may be used for the collection of 
data only and must be activiated by a seperate switch. View-
ing of the data must only be available after the pass is com-
plete. 
Prohibited, using the data collection system to perform any 
active function during the pass. Engaging the data recording 
device by clutch, throttle, brake, etc. 
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ADRL Logo Decal and Class Sponsor Decal Required on both 
sides of vehicle where they are visible.

COMPETITION: 
Handicap E.T. bracket-style racing. Qualifying based on re-
action time. 0.500 full tree (Top), 0.500 pro tree (Pro), deep 
staging permitted. Thirteen (13) year old can enter both Top 
or Pro, but must enter different vehicle. 
PARTICIPANT: 
For any competitor between the ages of 7-18. 
They are divided into 3 subgroups based on age and held to 
restricted dial-in times.
DIAL-INS: The driver and crew are responsible for the 
accuracy of their dial-in. Dial-ins must be within class and 
performance limits. Any dial-in below allowable limits will have 
to be changed to an allowable dial-in before staging. Dial-ins, 
and Competition Numbers must be at least 4” tall and clearly 
posted on both sides of the car, and visible from the control 
tower.
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BEGINNER: Age 7 to 9 only; ET restricted to 11.90 seconds or 
slower based on either ET dial-your-own or heads-up basis. 
Breakout rules apply One warning will be issued if a 
competitor runs quicker than 11.70. If the competitor does this 
a second time at the same event, they will Be disqualifi ed 
from the event Any competitor running quicker than 11.50 at 
any time will be disqualifi ed for the remainder of the event. 

ADVANCED: Age 10 to 17; Tocifi ec engines meeting IHRA 
rules accepted. Class based on either dial-your-own ET or 
heads-up Pro start ET restricted to 8.90 or slower. Breakout 
rules apply. One warning will be issued if a competitor runs 
Nicker than 8.70. If a competitor runs quicker than 8.70 a 
second time, at the same event, they will De disqualifi ed from 
the event. Any competitor running quicker than 8.50 any time 
will be disqualifi ed for the remainder of the event. 

MASTER: Age 12 to 17. must meet all requirements for 
Advanced Licensing by IHRA or Track offi cial after 3 approved 
runs between 7.90 and 8.90; Rack & pinion steering, and steel 
brake lines are mandatory. ET 7.90 or slower; One warning 
will be issued if a competitor runs an elapses time of 7.70 or 
quicker or 85 mph or faster If a competitor does this a second 
time at the same event they will be disqualifi ed from the event. 
If a competitor runs 7.50 or quicker they will be disqualifi ed for 
the remainder of the event and their license will be suspended 
for 6 months from the date of the infraction. 
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Requirements & Specifi cations 
Driver

Age Requirements: See above participant categories.
CREDENTIALS: Valid IHRA OR NHRA Summit Racing Jr. 
Drag Racing and IHRA OR NHRA Jr. Drag Racing League 
membership mandatory.
RESTRAINT SYSTEM: SFI 16.1 certifi ed Five-point mini-
mum, 1 3/4” wide minimum driver restraint system manda-
tory. All seat belt and shoulder harness installations must be 
mutually compatible, originally designed to be used with each 
other. Only those units that release all fi ve attachment points 
in one motion permitted. When arm restraints are worn with a 
restraint system that utilizes a “latch lever”, a protective cover 
must be installed to prevent arm restraint from accidentally 
releasing the latch lever. All harness sections must be mount-
ed to the frame cross member, or reinforced mounting, and 
installed to limit driver’s body travel both upward and forward. 
Wrapping of belts around frame rail prohibited. Under no cir-
cumstances are bolts to be inserted through belt webbing for 
mounting. SFI Spec 16.1 or 16.2 restraint system must be 
updated ever two (2) years from the date of manufacture.
HELMET: A full-face helmet meeting Snell SA2010, SA2015, 
K2010, K2015, M2010, M2015, SAH2010, CMR2007, 
CMS2007, or SFI 24.1/2010, 24.1/2015, 31.1/2010, 31.1/2015, 
41.1/2010, or 41.1/2015 helmet and shield mandatory.
NECK COLLAR/HELMET RESTRAINT DEVICE: Mandatory
ARM RESTRAINTS: Mandatory. Must be worn and adjusted 
in such a manner that driver’s hands and/or arms cannot be 
extended outside of roll cage and/or frame rails. Arm restraint 
shall be combined with the driver restraint system such that 
the arm restraints are released with the driver restraints. Re-
fer to manufacturer for instructions.
PROTECTIVE CLOTHING: All drivers are required to wear 
a jacket and pants meeting SFI Spec 3.2A/1. Shoes, gloves, 
and socks mandatory. Socks must extend up into the pants.
Nylon or nylon-type gloves and socks prohibited. No open-toe 
or open-heel shoes or sandals. Synthetic clothing not recom-
mended.

Chassis
Ballast: 
Permitted: 100 lbs. maximum
Removable: 25 lbs maximum
Must be secured to frame with a minimum of one 3/8 bolt per 
5 pounds. No ballast may be installed on the vehicle higher 
than the top of the rear tires. Hose clamps / ties wraps/ etc 
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may not be used to attach ballast to the entry. 
Chassis: Mandatory fi ve-point roll cage. Upper frame 
rails-minimum 1 1/8” O.D. by .083 I.D. Diagonals-minimum 
3/4” O,D, by .083 I.D.”. Uprights in driver’s compartment must 
be spaced 20” or less. Must conform to standard dragster 
confi guration as outlined else where in this guide. Mild steel 
(ms) chassis prohibited in the Master classifi cation. Note: 
0.58 Chrome Moly (cm) may be used in place of .083 Mild 
Steel (ms).
Weight: Minimum weight (without driver or driver apparel/
equipment) is 225 pounds.
Ground Clearance: Minimum three (3) inches front of car to 
12 inches behind centerline of front axle (2) inches for remain-
der of car.
Wheelbase: Minimum 90 inches; maximum 150 inches on 
long side. Maximum wheelbase variation from left to right: 2 
inches.
Roll-Cage Padding: Manditory, wherever the helmet can 
contact the rollcage. Weather stripping type material is pro-
hibited. 
Upholstery: Optional. General Regulations
Defl ector Plate: Mandatory, A defl ector plate of a minimum 
1/16” aluminium must be installed between roll cage and en-
gine extending from lower frame rail to the top and width of
driver’s helmet. Carbon fi ber prohibited.

Body 
Body: Driver compartment interior must be aluminium, steel, 
carbon fi ber, or fi berglass. Magnesium prohibited. 
Floor: Full fl oor, mounted on top of lower framerail cross 
braces, extending from driver’s seat forward to 6 inches past 
pedals, mandatory.
Air Foil, Wings: Prohibited, movement or ability to adjust 
during the run. Any part of the canard type devices be within 
six (6) inches of the rear tire. Permitted: Canard type side 
mounted devices. Leading edge of the wing can be a maxi-
mum of four (4) inches forward of the rear axle. Must be pos-
itive locking to prevent movement. 
WIND DEFLECTOR:
All cars must be equipped with a wind screen or defl ector to 
direct foreign matter over the driver’s head. Wind screen or 
defl ector must be a minimum of 4 inches tall. No blinders of 
any description are permitted.

Driveline
Chain/Belt Guard: All cars must be equipped with a guard to 
cover the width and at least the top run to the center line of 
the sprocket of any chains or belts. Guards must be minimum 
.060” steel, or .125” aluminum, and must be securely mount-
ed; no tie wraps. Moving engine/drivetrain parts must be pro-
tected by frame rails or steel or aluminum guards to avoid

28



unintentional contact.
Flywheel: Aftermarket billet fl ywheel mandatory unless OEM 
type carburetor is used. Cast aluminium fl ywheel prohibited. 
Modifi cation to stock units other than keyway modifi cations is 
prohibited.
Clutch: All cars must be equipped with a dry centrifugal-type 
engine clutch. Chain or belt drive only. Axle clutches prohib-
ited.
Transmission: Gear-type prohibited. Torque converter belt 
assembly units permitted.
Tires & Wheels: Rear tires; 18” diameter x 7 1/2” wide mini-
mum, measured at widest or tallest point. All front tires must 
have a manufacturer’s maximum infl ation rating. Tires may 
not be infl ated above manufacturer’s rating. All tires must be 
pneumatic and tire covers must be removed prior to leaving 
the head of staging area. Front wheels, fi ve-inch diameter min-
imum with a minimum spindle diameter of 1/2”. Front spindle 
must be able to retain a cotter pin, or use a nylon locking-type 
nut, Rear wheels, eight(8)inch diameter minimum. No modifi -
cations allowed to any wheels. Prohibited: Solid Tires, Treat-
ment of tires in the lanes, burnout area or starting line. 

Brakes and Suspension
Steering: Permitted: rack and pinion steering Prohibited: 
Flexible steering shafts, set screw steering shafts, Manditory: 
Pack and pinion steering for any vehicle running 8.89-7.90 
second e.t.
Brakes: Mandatory Two (2) rear wheel hydraulic brakes (disk  
or drum). Hydraulic lines must be steel or steel braided. High 
pressure  brake hose must be used in conjunction with steel 
lines for vibration connections. Permitted: front brakes,but they 
must work in conjunction with the rear brakes. Hand brake. 
Prohibited: Modifying brake components other than manufac-
turing specs, Line-Locs, and independent hand brake.
Suspension: Permitted.
Wheelie Bars: Permitted

Engine
Engine: All vehicles restricted to a maximum of one 
rear-mounted — based on a fi vehorsepower, single-cylinder, 
single-spark-plug, fl athead-confi gured, four-cycle engine or 
factory-sealed Briggs & Stratton 206 crate engine — engine 
from a recognized OEM. Must retain original fi ve-horsepower 
engine block confi guration. Porting, polishing, and relieving of 
block; boring of cylinder; machining of deck surface permit-
ted. Adding material to deck surface, installing a spacer be-
tween the block and cylinder head, or any other modifi cation 
designed to increase the effective deck height of the cylinder 
prohibited. Briggs & Stratton 206 crate engine must maintain 
untampered hologram seal installed at the factory. No alter-
ations or modifi cations to Briggs & Stratton 206 crate engine
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engine permitted except for installation of exhaust header and 
air fi lter.
Starter:  Mandatory: pull rope of remote starter. Prohibit-
ed: Driver operated starting system.
Fuel: Restricted to gasoline, alcohol, or gasohol. Nitrous 
oxide and/or propylene oxide and/or nitromethane prohibit-
ed. No fuel additives, power enhancers, or mix-ins allowed; 
scents permitted.
Supercharger, Turbo Charger, Nitrous Oxide: Prohibited
Air Filter: Mandatory: Must be mounted to manufacturers 
specifi cations. 
OIL SYSTEM: Oil additives for the intent of producing power 
prohibited.
Carburetors/Induction System: Permitted: Any naturally as-
pirated Caburetors, auxiliary vacuum pump, a maximum of 
one fuel cell with a one (1) gallon capacity, with a screw on or 
positive locking cap, and the vent must be routed down and 
away from the dirver. Prohibited: Fuel injection,pressurized 
fuel system, insulated fuel system, and fuel cells mounted in 
front of the driver .
Ignition System: Magneto or battery ignition systems permit-
ted. Maximum one spark plug. MSD Ignition # 41510, 41500, 
and 42231 are the only accepted units. If the system has a 
low side rpm limiter it must be set to 0. Accepted coils: MSD 
4291, 8232, and Master Blaster 2 and 3. Any alterations or 
additions to the sytems are prohibited.
Throttle: All vehicles must be equipped with a positive throt-
tle return spring which shall close throttle when released. 
Throttle control must be operated manually by driver’s foot. 
Prohibitted: electronics, pneumatics, hydraulics, or any other 
device may in no way affect operation of the throttle, throttle 
stops, other than mechanical (i.e. a positive stop under throt-
tle pedal). Must be mounted securely (wire ties, zip ties, hose 
clamps, or any variation is prohibited).
Camshaft: Permitted: any camshaft, any valve size, and any 
valve spring. Prohibited: overhead cam, overhead valve.

Electrical 
Batteries: Permitted Dry cell batteries only. Must be secured 
outside the drivers compartment and a fi ve (5) pound maxi-
mum weight.
Taillights: Mandatory: One functioning light. Must be vis-
ible from rear of the car. Taillight must be permanently 
mounted to the car in a manner that batteries are also se-
cured (tie wraps, wire ties, hose clamps, or any variation 
is prohibited).
IGNITION SHUTOFF: A positive ignition shutoff switch, within 
easy reach of the driver, mandatory. A second shutoff switch 
on the center top portion of the defl ector plate within easy 
reach of the crew or race offi cial mandatory. All entries must
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have a mechanical shutoff switch to ground the spark plug 
located within easy reach of the driver. FC additional switch 
must be on the upper rear drivers side of the vehicle labeled 
as to function.
Delay Boxes/Devices: Prohibited

Support Group
Cameras: Permitted: One (1) camera unless authorized by 
the ADRL. All mounting brackets, fasteners, and hardware 
must be metal.
Communications: Prohibited: 2-way communication devices 
of any kind, cell phones. mp3 player and ipods while in the 
staging lanes or on the track.
Data Recorders: Permitted: to collect data engine rpm, cylin-
der temperature, and exhaust temperature. Tachometer that 
has data collecting abilities is classifi ed as a data recorder. 
Prohibited: sensors on the front wheels or spindles and show 
information to the driver or crew member in a remote location. 
Computers: Prohibited
Staging Devices: Prohibited: Be it mechanical, hydraulic, 
electric, or pnuematic staging system.
Towing: Mandatory: tow vehicles in the form of golf cart, 
three or four-wheel support vehicle. Tow vehicle to be operat-
ed “ONLY” by an adult or street-licensed individual. Any time 
a Jr. Drag Racing vehicle is being towed, the driver must be 
seated in the cockpit. It is recommended that all entries uti-
lize a fl uorescent or brightly colored fl ag attached to the entry 
any time the vehicle is being towed. Minimum height of fl ag is 
fi ve feet. Prohibited: Full-size tow vehicles, driving of Jr. Drag 
Racing vehicle through pits, passengers, the tow strap may 
not be attached to any point of the roll cage. 

Staging
Staging: Once an entry reaches the front of the staging lanes 
for a run, it must be prepared to fi re and race. In order to be 
a legitimate race winner, the competitor must start and self 
stage the vehicle under applied power. This rule also applies 
to single runs. All competitors will be given reasonable time to 
re-fi re their entry, provided it is not prestaged. The amount of 
reasonable time is determined by the starter. Crew members 
are prohibited from touching the vehicle after it is pre-staged. 
If a crew member touches the vehicle once it is pre-staged the 
entry may be disqualifi ed.
STAGING: “Auto Start” will be used in all classes at all ADRL 
events. Once both cars are pre-staged and the fi rst car fully 
stages, the second car has a predetermined amount of time 
(15 seconds) to stage before the tree is automatically activat-
ed. This predetermined amount of time is referred to as “Time 
Out”. If the second car fails to stage before the system “Times 
Out”, it will be given a red light. If either car rolls deep after 
“Auto Start” has been activated, the competitor accepts the
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deep staging and will not be pulled back.
“Courtesy Staging” is mandatory at all Junior events in all cat-
egories. If a competitor unintentionally lights both bulbs be-
fore the opponent stages, the starter will pull the vehicle back 
and allow to re-stage. This is considered a “pull back” and will 
only be permitted one time. The starter has full control and is 
the only one who may pull back car whether it is pre-staged, 
staged or overstaged.
DEEP STAGING: Is allowed but not guaranteed. The auto 
start system will be activated when both cars are pre-staged, 
so if you are staging deep you should do it in a timely fashion.
Crew member may assist the entry in the pre-staging of the 
vehicle. Once the entry is pre-staged, crew members must 
be behind the vehicle and out of both competitors view. Pull 
Backs in the case of over staging are permitted one time if 
time permits. If the auto start system cycles during the pull 
back, the run will stand.
THE FINAL STAGING MOTION, USING APPLIED POWER, 
MUST BE IN A FORWARD MOTION GOING FROM PRE-
STAGE TO STAGE.
Race Procedures: General Rules
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Competition
E.T Bracket Elimination
ADRL Safety Rules Apply
Open, Full Body Cars, & Dragsters
Box/No Box Combo
.500 Full Tree / with Crosstalk

Requirements & Specifi cations 
Driver

Credentials:
License: NHRA/IHRA Competition License Manditory

  (Vehicles traveling quicker than 9.99 second  
  E.T. or 135 mph or faster.)
 Medical: Physical Records Manditory
  (For drivers with vehicles with a 7.99 second  
  E.T. or quicker (1/4 mile), 5.29 second E.T.  
  or quicker (1/8 mile).
Helmet: Mandatory 10.00-13.99 second E.T. (closed body ve-
hicles) Open faced helmet or Full face helmet. SA or M-2010, 
or newer or SFI 31.1/2010 or 31.1/2015 helmet with or withour 
shield. 
9.99 second E.T. and quicker closed bodied vehicles, full-face 
M2010, M2015, SA2010, or SA2015 helmet and shield man-
datory.
10.00-13.99 second E.T. open bodied front engine or rear 
engine supercharged, turbocharged, nitrous, or naturally 
aspirated cars, a full-face Snell M2010, M2015, SA2010, or 
SA2015 helmet and shield.

 General Regulations
Arm Restraints: Mandatory on open-bodied vehicles running 
11.99 second E.T or quicker (1/4), 7.49 second E.T. or quicker 
(1/8).
Head Protector: Mandatory on any vehicle with a roll bar or 
roll cage.
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Driver Restraints: Seatbelts manditory in all vehicles. Man-
datory on all vehicles faster than 11.49 (1/4) / 7.35 (1/8) or 
quicker, Convertibles 13.49 (1/4) / 8.25 (1/8) or quicker, all 
buggy type vehicles 12.00 (1/4) / 7.50 (1/8) or slower, meeting 
SFI Spec 16.1 restraint system with crotch strap. REstraint 
systems must be updated at two (2) year intervals from the 
date of manufacturing. 
Neck Collar/Head and Neck Restraint Device/System: 
Mandatory: Neck collar meeting SFI Spec 3.3 for vehicle 
running 9.99 (1/4) / 6.39 (1/8) second or quicker or speed in 
excess of 135 mph. Head and neck restraint device/system 
meeting SFI Spec 38.1 (must have a valid SFI Label) for all 
vehicles running 7.49 (1/4) / 4.99 (1/8/) to 6.00 (1/4) / 3.66 
(1/8) second E.T.
SFISpec 3.3 neck collar is required and driver opts to use 
head and neck restraint device/system in lue of the neck 
collar, then SFI Spec 3.3 head sock or SFI Spec 3.3 skirted 
helmet is mandatory.
Protective Clothing: Mandatory: 13.99 (1/4) / 8.59 (1/8) to   
10.00 (1/4) / 6.40 (1/8); all E.T. Non-OEM supercharged, Non-
OEM turbocharged, or nitrous-equiped cars w OEM or 0.024” 
fi rewall must use minimum SFI Spec 3.2A/1 Jacket.
13.99 (1/4) / 8.59 (1/8) to 10.00 (1/4) / 6.40 (1/8); all E.T. su-
percharged, turbocharged, or sitrouscars without a full OEM 
or 0.024” steel fi rewall must use minimum SFI Spec 3.2A/5 
jacket and SFI Spec 3.3/1 gloves.
9.99 (1/4) / 6.39 (1/8) to 7.50 (1/4) / 4.50 (1/8) front engine 
open bodied vehicles w/ nitrous oxide, supercharger, or turbo-
charger(s): must use minimum SFI Spec 3.2A/15 jacket and 
pants, and SFI Spec 3.3/5 boots or shoes.
9.99 (1/4) / 6.39 (1/8) to 7.50 (1/4) / 4.50 (1/8) Closed bodied 
vehicles without an OEM or full 0.024 stell fi rewall with nitrous 
oxide: must use minimum SFI Spec 3.2A/1 jacket.
11.49 (1/4) / 7.35 (1/8) to 10.00 (1/4) / 6.40 (1/8); all E.T. nat-
urally aspirated, OEM supercharged, or OEM turbocharged 
with a full OEM or 0.024” steel fi rewall: must use minimum SFI 
Spec 3.2A/5 jacket.
9.99 (1/4) / 6.39 (1/8) to 7.50 (1/4) / 4.50 (1/8) or any vehi-
cle speed of 135 mph or faster: must use minimum SFI Spec 
3.2A/5 jacket and pants with SFI Spec 3.3/1 gloves.
11.99 (1/4) / 7.49 (1/8) or faster: all open body vehicles must 
use minimum SFI Spec 3.3/1 gloves and arm restraints.
12.00 (1/4) / 7.50 (1/8) or slower buggy type vehicles: SFI 
Spec 3.2A/1 jacket, SFI Spec 3.3/1 gloves, and arm restraints.
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Vehicles with the transmission (automatic) exposed in the driv-
ers compartment: must use minimum SFI Spec 3.2A/15 jack-
et/pants or suit, SFI Spec 3.3/5 (gloves, boots, and shoes).
9.99 (1/4) / 6.39 (1/8) or faster; any vehicle supercharged 
or turbocharged with alcohol: must use minimun SFI Spec 
3.2A/15 suit, SFI Spec 3.3/5 gloves and boots.
7.49 (1/4) / 4.49 (1/8) to 6.00 (1/4) / 3.66 (1/8): all vehicles 
must use minimum SFI Spec 3.2A/15 jacket and pants or suit, 
SFI Spec 3.3/5 (gloves, and shoes or boots), except super-
charged or turbocharged, front engine, open body vehicles 
must use minimum SFI Spec 3.2A/20 jacket and pants or suit, 
and SFI Spec 3.3/15 (gloves and boots or shoes). SFI Spec 
3.3 (head sock or skirted helmet) on all open bodied vehicles 
7.49 (1/8) / 4.49 (1/8) or faster, where a neck collar is not 
used.

Chassis
Chassis: All vehicles other than OEM Chassis door cars must 
use an NHRA serialized sticker attacked to the frame for the 
E.T. class participating in. Rear engine Dragsters must meet-
ing SFI 2.1, 2.3 MN, 2.5B, or 2.7B. Front engine dragsters 
must meet SFI spec 2.2B, 2.4B, or 2.6. Altereds must meet 
SFT Spec 10.1E, 10.2, or 10.3. All side-steer altereds must 
meet the requirements of SFI 10.4 for the E.T. Class prior to 
competition.
Ballast: 
Permitted: 
Ground Clearance: Minimum 3 inches required from the front 
of the car to 12 inches behind the axle centerline, 2 inches for 
the remainder of the car except for the oil pan and exhausts 
headers.
Wheelbase: Minimum 85 inches (unless OEM vehicle with all 
OEM components) to an 300 inches maximum for rear engine 
dragsters. Minimum 120 inches to a maximum of 150 inches 
for Altered. One (1) inch maximum left to right variation except 
for two (2) inch variation from left to right for dragsters.
Roll-Cage Padding: Manditory: meeting SFI 45.1.
Upholstery:
Optional. General Regulations
Parachute: Required. mandatory on any vehicle faster than  
150 mph.  Vehicles running in excess of 200 mph must use 
dual parachutes with two (2) separare shroud line mount-
ing points using sleeved 1/2 inch bolts. Safety pins must be 
fl agged.
Defl ector Plate: Mandatory, for rear engine vehicles between 
driver compart-ment roll cage and the engine. Minimum thick-
ness :. 0.060-inch for steel or 0.125-inch aluminum.

Tires & Wheels
Tires: Minimum of 13 inch front wheel diameter on dragsters. 
Racing slicks permitted.
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Wheels: must be automotive type and suitable for street use. 
Minimum wheel diameter of 13 inches unless standard on 
OEM vehicle with OEM equipment.

Drivetrain
Driveline: Driveshaft loop required on vehicles of 13.99 (1/4) 
/ 8.59 (1/4) seconds or faster on slicks, except vehicles 11.49 
(1/4) / 7.35 (1/8) or slowers on street tires.
Rearend: mandatory aftermarket axles and axle retention de-
vice for 10.99 (1/4) / 6.99 (1/8) or faster or any vehicle with 
locked differentials. Welded spider gears prohibited
Transmission: (aftermarket planetary) manditory SFI Spec 
4.1 transmission shield on supercharged or turbocharged ve-
hicles, or any vehicles using methanol or nitrous oxide running 
9.99 (1/4) / 6.39 (1/8) or faster and equiped with an afterm-
artket planetary transmission. (automatic) Mandatory spring 
loaded, positive reverse lockout device and functional nuetral 
safety switch. SFI Spec 4.1 transmission shield on any vehi-
cle 10.99 (1/4) / 6.99 (1/8) or quicker or exceeding 135 mph. 
SFI Spec 29.1 automatic transmission fl explate and SFI Spec 
30.1 fl explate shield on vehicles running 9.99 (1/4) / 6.39 (1/8)  
or quicker or exceeding 135 mph. 
Clutch/Flywheel: manditory SFI Spec 1.1 or 1.2 (2 disc max)
on any vehicle 11.49 (1/4) / 7.35 (1/8) or faster or vehicles 
13.49 (1/4) / 8.25 (1/8) or faster with rotary engines. SFI Spec 
6.1, 6.2, or 6.3 fl ywheel shield on all vehicles 11.49 (1/4) / 7.35 
(1/8) or quicker.

Engine
Engine: mandatory SPI Spec 18.1 harmonic balancer for ve-
hicles 10.99 (1/4) / 6.99 (1/8) or quicker. 
Exhaust System: Exhaust must e directed out of the car to 
the rear and away from the driver and fuel tank. Competition 
exhaust permitted.
Fuel System: Prohibited, vented caps. Fuel tanks must be 
within the body. Fuel lines must be outside the drivers com-
partment. A complete bulkhead of at least 0.024” steel or 
0.032” aluminum to isolate the drivers compartment from the 
trunk when housing batteries, fuel tank, fuel pump or fi ller 
necks. All fuel tanks fi ller necks in the trunk must have a fi ller 
neck vented to outside the body.
Induction: Permitted any induction system.
Liquid Overfl ow: manditory one (1) pint minimum capacity 
for coolant system catch can.
Oil Retention Device: Permitted on all vehicles to use ADRL 
approved engine oil retention devices.
Valve Covers: mandatory on all supercharged, methanol 
burning cars must use cast or fabricated metal valve covers 
using all attachment bolt holes.
Supercharger, Turbocharger: permitted
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Brakes & Suspension
Brakes: mandatory four (4) wheel hydralic brakes on any 
bodied car running 7.99 (1/4) / 4.99 (1/8) or faster. Minimum 
two (2) rear wheel hydraulic brakes for dragsters, funny cars,  
and any car 8.00 (1/4) / 5.00 (1/8) or slower. 
Suspension: (Stock Bodied Cars) Mandatory full automotive 
type front suspension. Minimum of one (1) shock absorber 
per wheel. Prohibitted, rigid mounted suspension. (altereds, 
dragsters) mandatory full automotive type front suspension. 
Permitted, rigid mounted rear axles. Minimum of one hydrau-
lic shock absorber per sprung wheel. Vehicles weighing less 
than 2,350 pounds or less with a 100 inch or longer  wheel-
base a suspension is optional. 
Wheelie Bars: permitted. Must use non-metalic wheels.

Body
Body: (Full Body) Mandatory Four (4) production fenders 
(permitted, fi berglass duplicates). Must have a full top and 
windshield. All full bodied vehicles must have two (2) driver 
exits. (Altered Bodied Vehicles) permitted, fi berglass bodies. 
Safety pins or locks must be on any lift-off door hinges. (drag-
sters) Prohibitted, front wheel fairings. Drivers compartment 
must be confi gured in a way that prevents the drivers body or 
limbs from making contact with the exhaust system, wheels, 
tires, track surface, should an incidence occur. Mandatory sub 
fl ooring which is independent of the vehicles body that allows 
the drivers legs to rest on the belly pan or chassis.
Airfoil: (Bodied Vehicles)Permitted must be permanently 
mounted to the frame or roll cage. (Altereds, Dragsters) Man-
datory positive locking device. Side mounted canards. No part 
of the wing can be within six (6) inches of the tire. 
Firewall: Mandatory
Floor: Mandatory
Hood: Optional. Permitted, hood scoops. Carburetors must 
be covered by a fl ash shield or scoop.
Windshield, Windows: (Stock Bodied Vehicles) Mandatory, 
must be in good condition and can be replaced with shatter-
proof material with a minimum thickness of 1/8”.

Electrical
Batteries: Must be securely mounted and not located in the 
drivers compartment.
Delay Box/Devices: Permitted.
Ignition: Prohibited timedignition- interruption devices (shut-
ter box). Permitted, high side rev limiter. 
Instruments: One (1) tachometer allowed. 
Master cut-off: Mandatory, 9.99 (1/4) / 6.39 (1/8) or faster, or 
any vehicle faster than 135 mph.
Taillights: mandatory of one (1) functioning light. Prohibited, 
fl ashing, blinking, or strobe light.
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Support Group
Computer: Prohibited
Data Recorder: Permitted
Push Bar: Must prevent the push vehicle from drivning up the 
rear wheels of an open wheel vehicle.
Fire-Extinguisher System: Permitted, must be securely 
mounted.
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Exhibition Class

COMPETITION: 
Jet vehicles are considered exhibition vehicles.

Requirments & Specifi cations
Driver

Credentials: Must have valid NHRA OR IHRA license.
Driver Restraint System: Mandatory SFI Spec 16.1 or SFI 
Spec 16.5 quick release drivers restraint system. Systems 
must be updated at two (2) year intervals from date of man-
ufacturing.
Head Protection: Mandatory on any vehicle with a roll bar or 
roll cage.
Helmet: Mandatory full face helmet. SN,SA or M-2010, or 
newer or SFI 31.1 or 41.1.
Protective Clothing: Mandatory, drivers suit meeting SFI 
3.2A/15, gloves and shoes (boots) meeting SFI 3.3/15 and 
SFI 3.3 neck collar. Front engine Supercharged enteries and 
Turbocharged entries driver suit meeting  SFI 3.2A/20, gloves 
meeting SFI 3.3/15, shoes (boots) meeting SFI 3.3/15. Gen-
eral Regulations
Neck Collar/Head and Neck Restraint Device/System: 
Manditory, SFI 38.1 for all entries and exhibit a valid SFI 
label. Which must to be worn properly, as per the manufac-
turer’s design/specifi cations, at all times when between the 
ready line and the return road. Which can be used with or 
withour a neck collar. If a neck collar is not used then an SFI 
3.3 head sock or SFI Spec 3.3 shirted helmet is required.
Prohibited, modifi cations of the device.
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Engine
 FUEL: Approved jet-type fuel only (Jet A, Jet A-1, kerosene, 
diesel). Only diesel fuel additives permitted. Separate water 
and methanol injection systems allowed. Permitted, racing 
gasoline for starting purposes only.
ENGINE(S): Engine(s) attitude must have down thrust; min-
imum -1 degree angle required. Front engine mounts must 
be expandable (TRUNION) type, allowing at least 3/16-inch, 
360-degree lateral expansion. Permitted engines are J-34, 
J-46, J-60 (JT-12), J85-5 (CJ-610), J-79, Rolls Royce Viper 
522. Maximum 3 engines allowed, except J-79, restricted to 
one engine only.
AIR INTAKE: All air intakes must be securely screened 
(1/8-inch minimum, 1/4-inch maximum or equivalent). Such 
screening must be securely attached to the engine.
AFTERBURNER-TAILPIPE: For butts, seams must be on 
bottom; overlap seam placement will be at the discretion of 
the technical inspector. Dump valve on afterburner manifold 
mandatory; valve to be actuated with primary chute lever (to 
prevent shutoff smoke).
CATCH CAN: Fuel-overfl ow catch tanks of suffi cient capacity 
to accommodate excess fuel on shutdown and adequate tank 
venting ( minimum 1 quart) required on all vehicles. Use of 
hose clamps and/or tie wraps for mounting prohibited.
FUEL TANK: Must be securely mounted to frame with appro-
priate baffl ing (welded or equivalent). If pressurized, tank must 
be round. Mechanism to release fuel-tank pressure mandato-
ry. If electrical device, switch must be “normally open” type. 
Maximum capacity of 30 gallons.
INSTRUMENTS: All instruments, gauges, and metering de-
vices must be fully functional. The following instruments must 
be visible from the cockpit of each vehicle: tachometer (per-
cent of rpm); exhaust-gas-temperature gauge (EGT); oil-pres-
sure gauge/light (taken from pump-outlet housing).

BRAKES & SUSPENSION
BRAKES: Caliper-type disc brakes required on all four wheels. 
Two separate hydraulic systems required; may be front/rear 
or double system. All brake systems must be steel-vented ro-
tor type.
SUSPENSION: Functional suspension optional. Front sus-
pension applications must be minimum four-bar radius rod 
type. Rear upper-shock eyes must be pinned or otherwise se-
cured. Rear shocks must be installed in such a manner as to 
retain integrity of suspension in case of failure.

FRAME
GROUND CLEARANCE: Minimum 3 inches from front of ve-
hicle to 12 inches behind front axle centerline, which must be 
maintained at all times.
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PARACHUTES: Prohibited, parachute packs, Mandatory 
Minimum of two (2) braking parachutes required. Steel, alumi-
num, or carbon-fi ber parachute tubes only. Parachute mounts 
must be substantially bolted and/or welded in place; each 
parachute must utilize a separate mounting point.
ROLL CAGE: Cage structure must be designed to protect 
driver from any angle, 360 degrees. Material used in construc-
tion must be a minimum of 1 1/2-inch x .095-inch chromoly 
tubing when a funny car insert is also installed; otherwise 1 
5/8-inch x .095-inch chromoly tubing welded to frame.
WEIGHT: Minimun 1,250 pounds to a Maximum 3,200 
pounds. All weights excluding driver and fuel. Certifi ed weight 
certifi cate required.
WHEELBASE: (Dragster) Minimum 120 inches; maximum 
300 inches. (Funny Car) Minimum 125 inches; maximum 135 
inches.

TIRES & WHEELS 
TIRES: Tires specifi cally built or modifi ed for racing only must 
be used front and rear. Maximum height of any tire is 45 inch-
es. Visible cord damage in sidewall requires tire change. All 
casings must be of new manufacture. Prohibited RECAPS.
WHEELS: Full fl oating hubs required on rear wheels.

INTERIOR
SHEET METAL: All sheet metal within driver compartment 
must be aluminum or steel. Prohibited magnesium.

BODY
BODY: Must be an original or replica of a vehicle or dragster  
chassis.

SUPPORT GROUP
FIRE EXTINGUISHING SYSTEM: Must be equipped with an 
onboard fi re extinguishing system of at least 10-pound capac-
ity installed to provide protection for the driver.
SHUT OFF DEVICES: 
Moving of the throttle to the maximum position arms an auto-
matic shutoff device installed such that release of a driver ac-
tuated momentary switch will shut off all fuel to the engine (in-
cluding the afterburner), and deploy either the primary chute 
or the emergency chute. The system may be electrically and/
or pneumatically operated. In the absence of either electrical 
power or pneumatic pressure to the system, the system will 
prevent the engine from running, and loss of either electric 
power or pneumatic pressure to the system during the run will 
also shut off all fuel to the engine (including the afterburner).
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Exhibition Class: These are the original era cars that may 
not always fi t into typical race
classes. Following all the safety rules for the cars speed must 
be adhered to. 
COMPETITION: 
Jet vehicles are considered exhibition vehicles.

Requirments & Specifi cations
Driver

Credentials: Must have valid NHRA OR IHRA .0license.
Driver Restraint System: Mandatory SFI Spec 16.1 or SFI 
Spec 16.5 quick release drivers restraint system. Systems 
must be updated at two (2) year intervals from date of man-
ufacturing.
Head Protection: Mandatory on any vehicle with a roll bar or 
roll cage.
Helmet: Mandatory full face helmet. SN,SA or M-2010, or 
newer or SFI 31.1 or 41.1.
Protective Clothing: Mandatory, drivers suit meeting SFI 
3.2A/15, gloves and shoes (boots) meeting SFI 3.3/15 and 
SFI 3.3 neck collar. Front engine Supercharged enteries and 
Turbocharged entries driver suit meeting  SFI 3.2A/20, gloves 
meeting SFI 3.3/15, shoes (boots) meeting SFI 3.3/15. Gen-
eral Regulations
Neck Collar/Head and Neck Restraint Device/System: 
Manditory, SFI 38.1 for all entries and exhibit a valid SFI 
label. Which must to be worn properly, as per the manufac-
turer’s design/specifi cations, at all times when between the 
ready line and the return road. Which can be used with or 
withour a neck collar. If a neck collar is not used then an SFI 
3.3 head sock or SFI Spec 3.3 shirted helmet is required.
Prohibited, modifi cations of the device.
Arm Restraints: Mandatory
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Engine
Engine: Internal-combustion automotive-type engine permit-
ted. Mandatory SFI Sped 18.1 Harmonic balancer.
Oil Retention Device: SFI Spec 7.1, 7.2, Engine Oil Reten-
tion Device is mandatory. Dragsters may utilize a belly pan 
in lieu of a device attached to the engine. Belly pan must ex-
tend from frame rail to frame rail, and extend forward of the 
harmonic balancer and rearward of the fl ywheel, and must 
incorporate minimum 2-inch high lips on all sides.
Exhaust System: Competition exhaust permitted. Exhaust 
must be directed out of car to rear, away from driver and fuel 
tank.
Fuel: Racing gasoline, gasoline, alcohol, gasohol, diesel, 
ethanol, natural gas, and propane permitted. Nitromethane 
accepted.
Liquid overfl ow: Catch can mandatory for coolant overfl ow; 
one-pint (16-ounce) minimum capacity.
Fuel System: Fuel lines must be located outside driver com-
partment. Fuel tank must be within the confi nes of the body. 
No pressurized fuel tanks allowed.
THROTTLE: Positive throttle return required. Each car must 
have a foot throttle incorporating a positive-acting return 
spring attached directly to the carburetor/injector throttle arm.
Throttle control must be manually operated by driverʼs foot, 
incorporating a positive action return system.
Supercharger: Permitted on gasoline-, racing-gasoline-, and 
alcohol-burning cars. Rotors must be driven from the front; 
both external drive and internal gearing. Supercharger re-
straint system meeting SFI Spec 14.1 mandatory on super-
charger when alcohol is used as fuel or Roots-type 6.71 with 
nitromethane. Manifold burst panel mandatory. Supercharger 
restraint straps must be covered with a fi re-resistant material. 
The blower restraint straps and fuel lines must be installed 
such that when the restraint straps are fully extended no load 
is placed on any of the fuel lines. Supercharger belt guard that 
protects all fuel, oil, and water lines required.
Throttle:  Positive throttle return required. Each car must 
have a foot throttle incorporating a positive-acting return 
spring attached directly to the carburetor/injector throttle arm. 
Throttle control must be manually operated by driverʼs foot, 
incorporating a positive action return system.

Drivetrain
Driveline: Mandatory, Driveline Loop 
Rearend: Mandatory, aftermarket axles and axle-retention 
device.
Clutch, Flywheel, Flywheel Shield: Mandatory, Flywheel 
and clutch meeting SFI Spec 1.1 or 1.2 (two-disc maximum). 
Flywheel shield meeting SFI Spec 6.1, 6.2, 6.3, or 9.1.
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Transmission: (Automatic) Spring-loaded, positive reverse 
lockout device and functional neutral safety switch manda-
tory. Transmission shield meeting SFI Spec 4.1 mandatory. 
Automatic transmission fl explate meeting SFI Spec 29.1 and 
fl explate shield meeting SFI Spec 30.1 mandatory on cars 
running 9.99 (6.39*) or quicker or any car exceeding 135 mph 
(Aftermarket Planetary) Transmission shield meeting SFI 
Spec 4.1 mandatory on any supercharged vehicle or any ve-
hicle burning methanol, running 9.99 seconds or quicker, and 
equipped with aftermarket planetary transmission.

Brakes & Suspension
Ballast: Permitted.
Wheelie Bars: Permitted. Wheels must be nonmetallic.
Ground Clearance: Minimum 3 inches from front of car to 12 
inches behind centerline of front axle, 2 inches for remainder 
of car, except oil pan and headers.
Parachutes: Mandatory on any car that runs 150 mph or fast-
er.
Wheelbase: Minimum 90 inches, unless car has original en-
gine. Maximum wheelbase variation from left to right: drag-
sters: 2 inches. Minimum front tread width: 26 inches on any 
dragster.
Roll Cage: Mandatory, Vehicles must meet appropriate SFI 
Specs. . Must have chassis inspected every three years by 
NHRA/IHRA and have a serialized sticker affi xed to cage be-
fore participation.

Tires & Wheels
Tires: Minimum diameter of 13 inches on front tires of any 
dragster.
Wheels: Wire wheels permitted on front of dragsters only, 
provided total weight of car does not exceed 1,800 pounds, 
excluding driver. The thread engagement on all wheel studs 
to the lug nut, or lug bolt to wheel hubs, must be equivalent to 
or greater than the diameter of the stud.

Body
Body: (Altered bodied Vehicle) Fiberglass bodies permitted. 
Door hinges on any lift-off door must have safety pins or locks. 
(Dragster) : Body and cowl must be constructed of metal, fi -
berglass, or carbon fi ber and extend forward to fi rewall. Driver 
compartment must be designed to prevent driverʼs body or 
limbs from making contact with wheels, tires, exhaust sys-
tem, or track surface should an incident occur. Subfl ooring 
independent of car body is mandatory in dragster that allows 
driverʼs legs to rest on bellypan or chassis. On front-engine 
cars, intake scoop may not extend more than 11 inches above 
height of carburetor top. Front wheel fairings prohibited.
Upholstery: Optional
Firewall: Mandatory.
Windshield, Windows: Mandatory Windscreen. Optional.
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Floor: Mandatory.
Electrical

Batteries: Batteries must be securely mounted, may not be 
located in driver compartment.
Delay Box/Devices: Prohibited. Electronic devices include 
but are not limited to throttle stops, delay boxes, cross-over 
boxes, rpm or timer shifters, and rpm or pressure-activated
switches.
Ignition: Timed ignition-interruption devices (stutter boxes) 
prohibited. Starting-line and/or “high-side” rev limiters permit-
ted. Two-steps, rev limiters, or any other rpm-limiting devices, 
legal unto themselves but altered or installed so as to function 
as a downtrack rpm controller, prohibited.
Instruments: One tachometer allowed.
Master Cutoff: Mandatory.
Taillights: One functional taillight mandatory. Flashing, blink-
ing, or strobe lights prohibited. 

 Support Group
Data Recorder: Permitted.
Fire Extunguisher System: Permitted.
Tow Vehicle: Permitted.
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Exhibition Class: These are the original era cars that may 
not always fi t into typical race classes. Following all the safety 
rules for the cars speed must be adhered to. 
COMPETITION: 
Gasser vehicles are considered exhibition vehicles.

Requirments & Specifi cations
Driver

Credentials: Must have valid NHRA/IHRA license.
Driver Restraint System: Mandatory SFI Spec 16.1 or SFI 
Spec 16.5 quick release drivers restraint system. Systems 
must be updated at two (2) year intervals from date of man-
ufacturing.
Head Protection: Mandatory on any vehicle with a roll bar or 
roll cage.
Helmet: Mandatory full face helmet. SN,SA or M-2010, or 
newer or SFI 31.1 or 41.1.
Protective Clothing: Mandatory, drivers suit meeting SFI 
3.2A/15, gloves and shoes (boots) meeting SFI 3.3/15 and 
SFI 3.3 neck collar. Front engine Supercharged enteries and 
Turbocharged entries driver suit meeting  SFI 3.2A/20, gloves 
meeting SFI 3.3/15, shoes (boots) meeting SFI 3.3/15. Gen-
eral Regulations
Neck Collar/Head and Neck Restraint Device/System: 
Manditory, SFI 38.1 for all entries and exhibit a valid SFI 
label. Which must to be worn properly, as per the manufac-
turer’s design/specifi cations, at all times when between the 
ready line and the return road. Which can be used with or 
withour a neck collar. If a neck collar is not used then an SFI 
3.3 head sock or SFI Spec 3.3 shirted helmet is required.
Prohibited, modifi cations of the device.
Arm Restraints: Mandatory
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Engine
Engine: One internal-combustion automotive-type engine 
permitted. Harmonic balancer meeting SFI Spec 18.1 manda-
tory in any vehicle running 10.99 (6.99*) or quicker.
Exhaust System: Competition exhaust permitted. Exhaust 
must be directed out of car to rear, away from driver and fuel 
tank.
Fuel: Racing gasoline, gasoline, alcohol, gasohol, diesel, eth-
anol, natural gas, and propane permitted.
Fuel System: All fuel-tank fi ller necks located inside trunk 
must have fi ller neck vented to outside of body. Vented caps 
prohibited.
Liquid Overfl ow: Catch can mandatory for coolant overfl ow; 
one-pint (16-ounce) minimum capacity.
Oil Retention Device: All vehicles must utilize an SFI Spec 
7.1, 7.2 lower engine oil retention device. May use a belly pan 
in lieu of a device attached to the engine.
Throttle: Positive throttle return required. Each vehicle must 
have a foot throttle incorporating a positive-acting return 
spring attached directly to the carburetor/injector throttle arm. 
Throttle control must be manually operated by driverʼs foot, 
incorporating a positiveaction return system.
Supercharger: Permitted on gasoline-, racing-gasoline-, and 
alcohol-burning cars. Supercharger restraint system meeting 
SFI Spec 14.1 mandatory on supercharger when alcohol is 
used as fuel. Manifold burst panel mandatory. Supercharger 
restraint straps must be covered with a fi re-resistant material. 
The blower restraint straps and fuel lines must be installed 
such that when the restraint straps are fully extended no load 
is placed on any of the fuel lines. Supercharger belt guard that 
protects all fuel, oil, and water lines required. 
Valve Covers: Cast or fabricated metal valve covers, using 
all attachment bolt holes, mandatory on supercharged, meth-
anol-burning vehicle. 

Drivetrain
Clutch, Flywheel, Flywheel Shield: Flywheel and clutch 
meeting SFI Spec 1.1 or 1.2 (two-disc maximum) mandatory 
on any car running 11.49 (7.35*) or quicker. Flywheel shield 
meeting SFI Spec 6.1, 6.2, 6.3, or 9.1 mandatory on all cars 
running 11.49 (7.35*) or quicker.
Driveline: Driveshaft loop required on all vehicle utilizing 
slicks, except vehicles running 11.49 (7.35*) seconds or slow-
er equipped with street tires. In all vehicle where the driveline 
passes any part of the driverʼs body, the driveshaft must be 
completely enclosed in a minimum 1/8-inch-thick steel plate 
securely mounted to frame structure, bellhousing, and/or 
rear-end center section.
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Rearend: Aftermarket axles and axle-retention device man-
datory on any vehicle running 10.99 (6.99*) or quicker or any 
vehicle with locked differential.
Transmission: (Aftermarket Planetary) Transmission shield 
meeting SFI Spec 4.1 mandatory on any supercharged ve-
hicle or any vehicle burning methanol, running 9.99 seconds 
or quicker, and equipped with aftermarket planetary trans-
mission. (Automatic) Spring-loaded, positive reverse lockout 
device and functional neutral safety switch mandatory. Trans-
mission shield meeting SFI Spec 4.1 mandatory on any car 
running 10.99 (6.99*) or quicker or any vehicle exceeding 135 
mph. Automatic transmission fl explate meeting SFI Spec 29.1 
and fl explate shield meeting SFI Spec 30.1 mandatory on ve-
hicles running 9.99 (6.39*) or quicker or any vehicle exceed-
ing 135 mph.

Brakes & Suspension
Brake: Four-wheel hydraulic brakes mandatory on any bod-
ied vehicle running 7.99 (4.99*) or quicker. Minimum two rear-
wheel (one caliper per wheel) hydraulic brakes mandatory on 
any car running slower than 8.00 (5.00*) seconds.
Steering: 
Suspension: Full automotive-type suspension mandatory. 
Minimum one operating hydraulic shock absorber per wheel.
Wheelie Bars: Permitted. Wheels must be nonmetallic.

Chassis
Ballast: Permitted.
Ground Clearance: Minimum 3 inches from front of car to 12 
inches behind centerline of front axle, 2 inches for remainder 
of car, except oil pan and headers.
Parachute: Mandatory on any car that runs 150 mph or faster.
Roll Cage: Roll bar mandatory in all cars running 11.00 
(7.00*) to 11.49 (7.35*), in convertibles running 11.00 (7.00*) 
to 13.49 (8.25*). Permitted in all cars. Roll cage mandatory 
in cars running 10.99 (6.99*) or quicker or any car exceeding
135 mph.
Wheelbase: Minimum 90 inches, unless car has original en-
gine. Maximum wheelbase variation from left to right: 1 inch.

Tires & Wheels
Tires: Racing slicks permitted.
Wheels: Must be automotive-type wheels suitable for street 
use. Minimum wheel size: 13 inches (unless originally 
equipped with smaller wheels and vehicle is equipped with
original engine).

Interior
Seats: Properly braced, framed, and supported seats con-
structed of aluminum, fi berglass, carbon fi ber, or double-layer 
poly (automotive accessory seats) permitted.
Upholstery: Optional
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Window Net: Mandatory in any full-bodied car required by 
the rules to have a roll cage.

Body
Body: Full-bodied vehicles: Must have full top and windshield. 
All full-bodied cars must have two driver exits.
Firewall: Mandatory.
Floor: Mandatory.
Hood: Optional. Carburetors must be covered by fl ash shield 
or scoop. Hood scoop permitted.
Windshield, Windows: Stock-bodied vehicles: mandato-
ry; must be in good condition and free from cracks. May be 
replaced with shatterproof material, 1/8-inch-minimum thick-
ness.

Electrical
Batteries: Batteries must be securely mounted; may not be 
located in driver compartment.
Delay Box/Devices: Permitted.
Ignition: Starting-line and/or “high-side” rev limiters permit-
ted. Two-steps, rev limiters, or any other rpm-limiting devices 
permitted.
Instruments: One tachometer allowed.
Master cutoff: Mandatory on any car with a battery running 
9.99 (6.39*) or quicker, any car exceeding 135 mph, or any 
car where the battery is relocated into the trunk area.
Taillights: One functional taillight mandatory. Flashing, blink-
ing, or strobe lights prohibited.

Support Group
Computer: Prohibited.
Data Recorder: Permitted.
Fire-Extinguisher: Permitted and securely mounted.
Push Bar: Push bar must be designed to prevent push car 
from riding up on rear wheel of open-wheeled race cars.
Tow Vehicles: Prohibited.
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Exhibition Class: These are the original era cars that may 
not always fi t into typical raceclasses. Following all the safety 
rules for the cars speed must be adhered to. 
COMPETITION: 
Nostalgia Funny Cars are considered exhibition vehicles.

Requirments & Specifi cations
Driver

Credentials: Must have valid NHRA/IHRA license.
Driver Restraint System: Mandatory SFI Spec 16.1 or SFI 
Spec 16.5 quick release drivers restraint system. Systems 
must be updated at two (2) year intervals from date of man-
ufacturing.
Head Protection: Mandatory on any vehicle with a roll bar or 
roll cage.
Helmet: Mandatory full face helmet. SN,SA or M-2010, or 
newer or SFI 31.1 or 41.1.
Protective Clothing: Mandatory, drivers suit meeting SFI 
3.2A/20, gloves and shoes (boots) meeting SFI 3.3/20 and 
SFI 3.3 neck collar. Front engine Supercharged enteries and 
Turbocharged entries driver suit meeting  SFI 3.2A/20, gloves 
meeting SFI 3.3/15, shoes (boots) meeting SFI 3.3/20. 
Neck Collar/Head and Neck Restraint Device/System: 
Manditory, SFI 38.1 for all entries and exhibit a valid SFI 
label. Which must to be worn properly, as per the manufac-
turer’s design/specifi cations, at all times when between the 
ready line and the return road. Which can be used with or 
withour a neck collar. If a neck collar is not used then an SFI 
3.3 head sock or SFI Spec 3.3 shirted helmet is required.
Prohibited, modifi cations of the device.
Arm Restraints: Mandatory
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Engine
Engine: Any internal-combustion, American-made automo-
tive engine permitted. Maximum cubic inches 500; maximum 
bore center spacing 4.840 inches, must maintain bore centers 
+/- .015-inch from stock
Lower Containment: Engine must be equipped with an SFI 
Spec 7.1 lower-engine-ballistic/restraint device.
Exhaust System: Double-pipe insulated exhaust headers 
mandatory. Double tube must extend to start of bend at bot-
tom of body.
Fuel: Permitted, Nitromethane and Methanol. Prhibited, all 
other fuels.
Vent-Tube Breathers: Vent tubes must be double clamped 
at each connection. Minimum diameter, 1 1/4 inches for all 
breather tubes. All quick connections in the system must have 
a secondary locking system (tape, wire ties, etc. not allowed). 
Minimum catch can(s) capacity is an 8-quart sump. Catch 
can(s) must have adequate internal baffl ing to prevent oil from 
being deposited on racing surface.
Fuel System: Fuel lines must be located outside driver com-
partment. Fuel tank must be within the confi nes of the body. 
No pressurized fuel tanks allowed.
Throttle: Positive throttle return required. Each car must have 
a foot throttle incorporating a positive-acting return spring at-
tached directly to the carburetor/injector throttle arm.
Throttle control must be manually operated by driverʼs foot, 
incorporating a positive action return system.
Supercharger: Restricted to Roots-type supercharger; rotor 
helix angle not to exceed that of
standard 71-series GM-type rotor. High-helix prohibited. Lim-
ited to a single, Rootstype 6.71 blower. Specifi cation limits: 
15-inch rotor length, 17.250-inch case length, and 5.840-inch 
rotor cavity diameter. Rotors must be driven from the front; 
both external drive and internal gearing. Rotor helix angle lim-
ited to standard 72 series GM-type rotor (60 degrees). Maxi-
mum overdrive: 18.99 percent. Blower setback may not allow 
any portion of blower to extend behind bellhousing mount-
ing surface on cylinder block. Supercharger restraint system 
meeting SFI Spec 14.3 mandatory. Aluminum studs required. 
Manifold burst panel meeting SFI Spec 23.1 mandatory. Man-
ifolds are limited to a maximum manifold height of 8 inches 
as measured from valley gasket surface to blower mounting 
surface. Supercharger belt guard mandatory. Turbochargers, 
screw-type superchargers, and centrifugal-type supercharg-
ers prohibited. 
Valve Covers:  Cast or fabricated metal valve covers using 
all attachment bolts mandatory. Carbon fi ber/composite valve 
covers prohibited.
Nitrous Oxide: Prohibited.
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Drivetrain
Driveline Cover: Driveline must be covered in .024-inch steel 
or .0625-inch aluminum 360-degree full cover. Couplers man-
datory. Rear cover must surround the coupler. Front cover 
must surround the driveshaft from the back of the reverser to 
the end of the splicer sleeve in the area of the driverʼs leg. All 
covers must be securely mounted to frame, either by a suit-
able crossmember or third member. 
Rearend: Mandatory, aftermarket live-axles or Full-fl oating 
device assembly.
Clutch, Flywheel, Flywheel Shield: Flywheel and clutch 
meeting SFI Spec 1.3 or 1.4 and fl ywheel shield meeting SFI
Spec 6.2 mandatory. Clutch management system prohibited. 
Maximum number of discs three, maximum number of fi ngers 
six. Release of clutch must be the result of a manual opera-
tion by the driverʼs foot. No staged systems allowed.
Transmission: Two-speed transmission and reverser re-
quired. Transmission must be planetary-type design. OEM or 
Powerglide-type units prohibited. A ballistic shield covering all 
units mandatory; must meet SFI Spec 4.1.

Brakes & Suspension
Brakes: Four-wheel hydraulic brakes mandatory. Applica-
tion and release of brakes must be a function of the driver; 
electronics, pneumatics, or any other device may in no way 
affect or assist brake operation. Hand brake, if used, must be 
located inside body or driver compartment. Steel brake lines 
mandatory.
Steering: Conventional automotive-type rod ends must be a 
minimum of 3/8-inch shank diameter and must be installed 
with washers to prevent bearing pullout. Removable steering 
wheel, if used, must meet SFI Spec 42.1.

Chassis
Ballast: Permitted. Must be secured with minimum of two 3/8-
inch, Grade 8 fasteners, per 100 pounds.
Ground Clearance: Minimum 3 inches from front of car to 12 
inches behind centerline of axle; 2 inches for the remainder of 
the car, except oil pan and headers.
Parachutes: Dual parachutes mandatory. Fire-resistant pro-
tective covers must be on all parachute packs and unpacked 
shroud lines
Roll Cage: Chassis must have manufacturerʼs name, seri-
al number, and date of manufacture. Chassis must meet SFI 
Spec 10.1E. Plating of chassis prohibited; painting permitted.
Chassis must be inspected yearly by NHRA and have serial-
ized sticker affi xed to frame before participation
Suspension: Rigid rear suspension mandatory. Front sus-
pension optional.
Wheelbase: Minimum: 118 inches; maximum: 125 inches, 
measured on long side. 
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Maximum wheelbase variation from left to right: 2 inches.
Tires & Wheels

Tires: Race-only spec tires on front mandatory. Size of rear 
tires limited to 34.6-inch diameter x 17-inch wide.
Wheels: Must be either beadlock design or use of a liner 
mandatory on non-beadlock wheels.

Interior
Sheet Metal: Driver-compartment interior, fi rewall, seat, etc. 
must be aluminum or steel. Magnesium or carbon fi ber pro-
hibited.
Uphostery: Minimum one-layer, Nomex-type material man-
datory as seat upholstery, with manufacturerʼs name dis-
played.

Body
Body: Body must lift off as a one-piece unit.
Minimum body width is 60 inches, measured at the centerline 
of the front and rear axle. Maximum lowering of roof height: 2 
inches. Front fender bubbles allowed, maximum 2 1/2 inches. 
The body may be shortened or lengthened a maximum of 15
percent of original dimensions. Opening for blower hat must 
have a minimum 2.500-inch clearance between body and 
throttle linkage. Injector box in windshield cannot exceed 50 
percent of windshield height. Any modifi cations to body not 
described are prohibited. Side windows prohibited. Body 
(hood) burst panel, minimum 288 square inches, mandatory. 
Body burst panel must be secured with plastic screws and two
1/8-inch stainless-steel wires, with body pad bolted with plate 
on both sides of panel. Fireproof body undercoat required, 
with manufacturerʼs sticker required on the body.
Escape Hatch: A working escape hatch must be installed in 
top of body to permit easy driver exit; see-through types pro-
hibited. Minimum size, 18 inches x 17 inches. Roof hatch must
be permanently attached and hinged at front. Must have re-
lease mechanism, operable from both inside and outside of 
car.
Firewall & Floors: Must be constructed of .032-inch alumi-
num or .024-inch steel. Firewall must completely seal driver 
from engine compartment per specifi cation for Section 15
Funny Car of the NHRA Rulebook. Magnesium prohibited.
Spoiler: Allowed front and rear. Rear spoiler limited to roof 
height and body width (no moderntype spoilers or spillplates 
permitted). Front spoiler limited to overall overhang measure-
ment of 40 inches. The front and rear spoilers are the only 
aerodynamic devices permitted

Electrical
Computers: Prohibited
Data Recorders: Data recorders permitted. Cannot perform 
any function in fuel, clutch, or driver management.
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Ignition: Mag limited to point-type only (no electronic mags or 
mag amp boxes allowed). Timing retard must be a function of 
the driver by mechanical or pneumatic means only. A positive 
ignition shutoff within the reach of the driver is mandatory.

Support Group
Fire System: Fire extinguishing system must meet SFI Spec 
17.1. Minimum 20-pound or more fi re extinguishing system 
mandatory. System must be divided so that a minimum of 15
pounds is directed into engine compartment by means of noz-
zled outlets placed in front of each bank of exhaust headers. 
Remaining 5 pounds or more should be dispersed in driver 
compartment by means of an atomizing nozzle placed at driv-
erʼs feet. Must be installed per manufacturerʼs specifi cations. 
Fire-bottle activation cables must be installed inside framerail 
where cable passes engine/bellhousing area. Carbon-fi ber 
bottles prohibited.
Jacks and Jackstands: No work may be done under any car 
in the pits while supported by a jack. No car may be fi red while 
on a jack. Jackstands are required while work is performed or 
while car is being warmed up; a licensed driver must be in the 
seat anytime the motor is being run. Jackstand devices must 
provide a minimum ground clearance of 7 inches.
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EXHIBITION CLASS: Class (TFH) is for vehicles that are mo-
torcycles only. The fi eld qualifi es by a low e.t. format in 1/4 
mile competition. 
CLUB COLORS: No Outlaw Bike Club Colors / Logo’s al-
lowed on Riders and or Crew Members at any ADRL Event. 
No Exceptions!
ENGINE:  Must keep design feature of Harley-Davidson en-
gines (pushrod, 45-degree to 90-degree V-Twin).  Carbureted 
or fuel-injected engines with a maximum displacement of 200 
cid.  An SFI-accepted engine restraint system mandatory.
BELLY PAN:  Mandatory.
CYLINDER HEAD:  Aftermarket pushrod heads (including 
4-Valve) permitted.
FUEL:  All fuels other than nitromethane and methanol pro-
hibited.
SUPERCHARGER:  Permitted.  All units must have rubber 
manifold connections or some form of “sneeze” valve to re-
lieve pressure.
VENT TUBES:  Crankcase and all tanks containing fl uids 
must have vent tubes routed to catch can or have a non-spill 
breather system on a motorcycle.
CHAIN GUARD:  Mandatory on all motorcycles.  Chain guard 
must be .060-inch steel or 1/8-inch aluminum.  Chain guard 
must cover the width and at least the top run of the chain, from 
centerline to centerline of sprockets.
CLUTCH:  Any type clutch, including multi-stage setup, per-
mitted.  Clutch must have a protective guard made of .060-
inch steel or 1/8-inch aluminum.
TRANSMISSION:  Any transmission or high-gear-only system 
may be used.
BRAKES:  Hydraulic type, front and rear, mandatory.  
Steel-braided lines mandatory.  Brake lines must be routed 
and mounted to ensure no contact with moving parts.  Two-ro-
tor front brakes permitted.  Minimum size:  11-inch diameter,
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3/16-inch thickness for single rotor, 9-inch diameter, 1/8-inch 
thick dual rotor brakes.  Parachutes are mandatory on all 
bikes.
CONTROLS:  Handlebar controls must be located in safe, 
workable position.  Foot pegs and foot controls must be lo-
cated in safe, workable position and must be mounted in an 
accepted manner.  Rider must be able to shut off fuel with-
out removing hands from handlebars.  A secondary shut off 
device must be attached to rider in the event of a premature 
exit from motorcycle.  This device must control the fuel valve.  
Dual cable push-pull throttle assembly is mandatory.  Lanyard 
for secondary shut off must be run through eyelet, allowing 
the lanyard to be pulled in any direction to force shut off.
SUSPENSION:  Front suspension minimum size: 32mm.  
Minimum travel:  2 inches.  Steering dampener mandatory.  
Rear suspension permitted.  Fork stops required; must limit 
the turning arc to 28 degrees.
WHEELIE BARS:  Wheelie bars mandatory.  Minimum length, 
from centerline of rear axle to centerline of wheelie-bar axle: 
84 inches; maximum length is 120 inches.  Must be securely 
cross-braced.
FRAME:  Aftermarket frames permitted.  All frame compo-
nents, except braces, brackets and gussets, must be man-
ufactured from minimum 1 1/8-inch x .065-inch 4130 chrome 
molly tubing.  All welding must be done by approved Heli arc 
process.  Rake angle must be at least 40 degrees.  All butt 
welds must have visible reinforcement.  Plating of frame pro-
hibited.  Painting permitted.  Frames constructed before 1999 
and approved for competition may use 1-inch x .58-inch tub-
ing.
GROUND CLEARANCE:  Minimum of 2 inches with rider on 
bike with 10 psi in rear tire (includes exhaust and kickstand).
WHEELBASE:  Minimum 85 inches.
TIRES:  Must be specifi ed for racing use by manufacturer.  
Any rear-tire size is permitted.
WHEELS:  Rear-wheel minimum:  15-inch diameter; maxi-
mum, 18-inch diameter.  Front-wheel minimum:  16-inch di-
ameter; maximum, 19-inch diameter.
SEAT:  Seat, tail section, and rear fender may be incorporated 
as one unit and must include a step to prevent rider sliding 
backward.
BODY:  No body parts are necessary, except rear fender that 
must cover the width of the tire and extend past the rear axle.
FAIRINGS:  Permitted.  All units must be solidly mounted to
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frame.
CHARGING SYSTEM:  Permitted.
CONTROL SWITCHES:  Must be mounted and constructed 
in an accepted manner.  Must have an emergency fuel and 
ignition kill switch.
IGNITION:  Any ignition system permitted.
STARTING SYSTEM:  Must be electric external starter.  Bat-
tery top covers required.  No push starts.  Jack stands man-
datory for starting.
COMPUTERS/DATA RECORDERS:  Can be used for infor-
mation gathering only.
CREDENTIALS:  Valid NHRA completion license mandatory.
HELMET:  Full-face helmet meeting SN 2010 or newer man-
datory.  Eject Helmet Removal System part # SDR 890-01-
30 mandatory and must be installed as per manufacturer’s 
instructions.  A SFI 3.3 stand 21 lid lifter may be used in lieu 
of the Eject system.
PROTECTIVE CLOTHING:  Full all-leathers or SFI Spec 
40.1/2 suit, leather boots that completely cover the ankle 
with toe-area reinforcement, and full-fi nger leather gloves are 
mandatory.  Gloves must be Kevlar-lined or equipped with 
slide buttons and have knuckle armor and palm reinforce-
ment.  Suits may be one-piece design or joined with a zipper 
at the waist.  Reinforcement and/or armor in the knee, elbow, 
shoulder and knuckle areas required.  Spine/back protector 
and ballistic chest protector mandatory
Outlaw Pro Stock (OPS) (1/4th Mile 13 Entries or More 16 Car 
Field – 12 Entries or Less 8 Car Field)
RF SHTUDOWN RECEIVER: Properly functioning Electrimo-
tion shutoff device (part numbers SB001 and RF001) recom-
mended.
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EXHIBITION CLASS: Class (NPS) is for vehicles that are 
Door cars only. The fi eld qualifi es by a low e.t. format in 1/4 
mile competition. These are the original era cars that may not 
always fi t into typical race classes. Following all the safety 
rules for the cars speed must be adhered to.  No power adders 
permitted.
COMPETITION: 
Nostalgia Pro Stock vehicles are considered exhibition vehi-
cles.

Requirments & Specifi cations
Driver

Credentials: Must have valid NHRA/IHRA license.
Driver Restraint System: Mandatory SFI Spec 16.1 or SFI 
Spec 16.5 quick release drivers restraint system. Systems 
must be updated at two (2) year intervals from date of man-
ufacturing.
Head Protection: Mandatory on any vehicle with a roll bar or 
roll cage.
Helmet: Mandatory full face helmet. SN,SA or M-2010, or 
newer or SFI 31.1 or 41.1.
Protective Clothing: Mandatory, drivers suit meeting SFI 
3.2A/5, gloves and shoes (boots) meeting SFI 3.3/5 and SFI 
3.3 neck collar. 
Neck Collar/Head and Neck Restraint Device/System:
Manditory, SFI Spec 3.3 Neck collar. A head and neck re-
straint device/system may be used in lieu of a neck collar. An 
SFI 3.3 head sock or SFI 3.3 skirted helmet is required on all 
vehicles 7.49 & quicker, where a neck collar is not used.
Arm Restraints: Mandatory in all open-wheel vehicles.

Engine
Engine: Restricted to original assembly line block or after-
market replacement block. Must be same make as body 
used. Aluminum blocks allowed. Any displacement and inter-
nal modifi cations are allowed.
Carburetion: Limited to two four-barrel American automotive

 



carburetors. No power adders permitted. 
Cylinder Heads: Aluminum aftermarket heads allowed. Must 
retain original external overall appearance. Any internal mod-
ifi cations allowed.
Intake Manifold: In-line dual four tunnel ram required. Cross 
ram or under hood in-line permitted on 1967-70 vehicles. Cast 
or sheet metal intake permitted.
Oiling System: Dry sump systems permitted.
Exhaust System: Competition exhaust permitted. Exhaust 
must be directed out of car to rear, away from driver and fuel 
tank.
Fuel: Permitted, Racing gasoline or gasoline. Prohibited, al-
cohol, gasohol, diesel, ethanol, natural gas, and propane.
Fuel System: All fuel-tank fi ller necks located inside trunk 
must have fi ller neck vented to outside of body. Vented caps 
prohibited.
Liquid Overfl ow: Catch can mandatory for coolant overfl ow; 
one-pint (16-ounce) minimum capacity.
Oil Retention Device: All vehicles must utilize an SFI Spec 
7.1, 7.2 lower engine oil retention device. May use a belly pan 
in lieu of a device attached to the engine.
Throttle: Positive throttle return required. Each vehicle must 
have a foot throttle incorporating a positive-acting return 
spring attached directly to the carburetor/injector throttle arm. 
Throttle control must be manually operated by driverʼs foot, 
incorporating a positiveaction return system.

Drivetrain
Driveline Cover: Required, Driveline Loop. 
Rearend: Any rear end allowed, provided it was original 
equipment in an American production car. Aftermarket hous-
ings and axles, along with any gear ratio, are allowed.
Clutch, Flywheel, Flywheel Shield: Flywheel and clutch 
meeting SFI Spec 1.3 or 1.4 and fl ywheel shield meeting SFI
Spec 6.2 mandatory. Clutch management system prohibited. 
Maximum number of discs three, maximum number of fi ngers 
six. Release of clutch must be the result of a manual opera-
tion by the driverʼs foot. No staged systems allowed.
Transmission: Two-speed transmission and reverser re-
quired. Transmission must be planetary-type design. OEM or 
Powerglide-type units prohibited. A ballistic shield covering all 
units mandatory; must meet SFI Spec 4.1.

Brakes & Suspension
Brakes: Four-wheel hydraulic brakes mandatory. Application 
and release of brakes must be a function of the driver; elec-
tronics, pneumatics, or any other device may in no way affect 
or assist brake operation. Hand brake, if used, must be locat-
ed inside body or driver compartment. Permitted, Line-Locks 
Steel brake lines mandatory.
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Steering: Conventional automotive-type rod ends must be a 
minimum of 3/8-inch shank diameter and must be installed 
with washers to prevent bearing pullout. Removable steering 
wheel, if used, must meet SFI Spec 42.1.

Chassis
Ballast: Permitted. Must be secured with minimum of two 3/8-
inch, Grade 8 fasteners, per 100 pounds.
Ground Clearance: Minimum 3 inches from front of car to 12 
inches behind centerline of axle; 2 inches for the remainder of 
the car, except oil pan and headers.
Parachutes: Mandatory on any car that runs 150 mph or fast-
er and two is mandatory over 200 mph.
Roll Cage: Chassis must have manufacturerʼs name, seri-
al number, and date of manufacture. Chassis must meet SFI 
Spec 10.1E. Plating of chassis prohibited; painting permitted.
Chassis must be inspected yearly by NHRA and have serial-
ized sticker affi xed to frame before participation
Suspension: Aftermarket front suspension permitted. Front 
suspension limiters permitted. Sway bar optional. Solid bush-
ings in rear suspension allowed. Leaf springs may be moved 
inboard for tire clearance. Ladder bars or four-link rear sus-
pensions allowed. Wheelie bars allowed..
Wheelbase: Era-accepted modifi cations permitted. 

Tires & Wheels
Tires: Racing slicks permitted.
Wheels: Must be automotive-type wheels suitable for street 
use. Minimum wheel size: 13 inches (unless originally 
equipped with smaller wheels and vehicle is equipped with
original engine).

Interior
Seats: Properly braced, framed, and supported seats con-
structed of aluminum, fi berglass, carbon fi ber, or double-layer 
poly (automotive accessory seats) permitted.
Upholstery: Optional
Window Net: Mandatory in any full-bodied car required by 
the rules to have a roll cage.

Body
Body: Full-bodied vehicles: Must have full top and windshield. 
All full-bodied cars must have two driver exits.
Firewall: Mandatory.
Floor: Mandatory.
Hood: Optional. Carburetors must be covered by fl ash shield 
or scoop. Hood scoop permitted.
Windshield, Windows: Stock-bodied vehicles: mandato-
ry; must be in good condition and free from cracks. May be 
replaced with shatterproof material, 1/8-inch-minimum thick-
ness.
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Electrical
Batteries: Batteries must be securely mounted; may not be 
located in driver compartment.
Delay Box/Devices: Permitted.
Ignition: Starting-line and/or “high-side” rev limiters permit-
ted. Two-steps, rev limiters, or any other rpm-limiting devices 
permitted.
Instruments: One tachometer allowed.
Master cutoff: Mandatory on any car with a battery running 
9.99 (6.39*) or quicker, any car exceeding 135 mph, or any 
car where the battery is relocated into the trunk area.
Taillights: One functional taillight mandatory. Flashing, blink-
ing, or strobe lights prohibited.

Support Group
Computer: Prohibited.
Data Recorder: Permitted.
Fire-Extinguisher: Permitted and securely mounted.
Push Bar: Push bar must be designed to prevent push car 
from riding up on rear wheel of open-wheeled race cars.
Tow Vehicles: Prohibited.
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Exhibition Class: Pro Stock is a quarter mile heads up class 
is designed to showcase the horsepower potential of a natu-
rally aspirated small block engine. Maximum cubic inch dis-
placement permitted is 401 inches. Entries are permitted to 
use any year American OEM production vehicle including
trucks. Cross breeding of brands is permitted.
COMPETITION: ADRL Pro Stock are considered exhibition 
vehicles.

Requirments & Specifi cations
Driver

Credentials: Must have valid NHRA/IHRA license.
Driver Restraint System: Mandatory SFI Spec 16.1 or SFI 
Spec 16.5 quick release drivers restraint system. Systems 
must be updated at two (2) year intervals from date of man-
ufacturing.
Head Protection: Mandatory on any vehicle with a roll bar or 
roll cage.
Helmet: Mandatory full face helmet. SN,SA or M-2010, or 
newer or SFI 31.1 or 41.1.
Protective Clothing: Mandatory, drivers suit meeting SFI 
3.2A/15, gloves and shoes (boots) meeting SFI 3.3/15 and 
SFI 3.3 neck collar. 
Neck Collar/Head and Neck Restraint Device/System:
Manditory, SFI 38.1 for all entries and exhibit a valid SFI label. 
Which must to be worn properly, as per the manufacturer’s 
design/specifi cations, at all times when between the ready 
line and the return road. Which can be used with or withour a 
neck collar. If a neck collar is not used then an SFI 3.3 head 
sock or SFI Spec 3.3 shirted helmet is required.
Prohibited, modifi cations of the device.
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Engine
Engine:
Engine must be an internal-combustion, reciprocating, natu-
rally aspirated, single camshaft, 90- degree small block V8 
automotive-type engine. Maximum engine size is 401 cubic 
inches.
BLOCK: Factory OEM, Dart steel blocks, or NMCA approved 
replacement blocks are the only engine blocks permitted. All 
aluminum blocks, both cast and billet are prohibited. Bore 
spacing will be determined by corporate make (Dodge, Chevy 
or Ford) engine block being used.
ADRL APPROVED REPLACEMENT BLOCKS
MANFACTURER PART # YEAR / MAKE

ENGINE COMPONENTS: All moving engine components 
are restricted to aluminum, steel, iron, titanium, magnesium 
or other conventional alloys. The use of carbon fi ber, Kevlar, 
ceramics, composites, beryllium or other exotic materials is 
prohibited. Pneumatic valve train components are prohibited.
HARMONIC BALANCER: SFI Spec 18.1 balancer is re-
quired.
ENGINE MOUNTS & LOCATION: Engine/motor plates and 
mid-plates are permitted.
ENGINE COATINGS: The use of engine coatings is permit-
ted.
CRANKSHAFT: Any aftermarket crankshafts are permitted.
CONNECTING RODS: Any aftermarket connecting rods are 
permitted.
PISTONS & PINS: Any aftermarket pistons and pins are per-
mitted.
PISTONS RINGS: Any aftermarket piston rings are permitted.
CAMSHAFT DRIVE SYSTEM: Any camshaft drive system is 
permitted.
CAMSHAFT: Any camshaft is permitted.
LIFTERS/LASH ADJUSTERS: Any lifters/lash adjusters per-
mitted.
CYLINDER HEADS: Any overhead 2-valve per cylinder com-
mercially available aftermarket cylinder head is permitted. 
Billet cylinder heads are permitted. Brand/ make of cylinder 
head being claimed must match brand/make of engine block 
being claimed. Example: A claimed Ford cylinder head
must be on a claimed Ford engine block.
INTAKE MANIFOLD: Any intake manifold is permitted.
OILING SYSTEM: Any oiling system, vacuum pump and oil 
pan permitted.
Oil Retention Device: SFI Spec 7.1, 7.2, Engine Oil Reten-
tion Device is mandatory. Belly pan must extend from frame
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rail to frame rail, and extend forward of the harmonic balancer 
and rearward of the fl ywheel, and must incorporate minimum 
2-inch high lips on all sides.
COOLING SYSTEM: Any cooling system permitted.
EXHAUST SYSTEM: Any exhaust system permitted. All ex-
haust systems must be directed out of body and away from 
driver and fuel tank.
FUEL SYSTEM: Any electronic, mechanical or belt driven 
fuel pumps are allowed. Electronic fuel pumps must shut off 
with the master electric cut-off switch. Fuel cell must have a 
pressure cap and be vented to the outside of the body. Front 
mounted fuel cells must meet SFI Spec 28.1 and be mounted 
between the frame rails or enclosed in a round tube frame. 
A round tube frame must be constructed of a minimum of 1 
¼-inch O.D. x .065-inch chrome moly tubing. Artifi cial cooling
or heating of fuel (i.e., cool cans, ice, Freon, etc.) prohibited. 
Circulating systems that are not part of the normal fuel pump 
system are prohibited.
EFI SYSTEM: Any aftermarket electronic or mechanical fuel 
injection may be used. Fuel injector size, and or type are un-
limited. The number of fuel injectors per cylinder and injector 
placement is unlimited.
THROTTLE BODY: Any aftermarket throttle body/bodies are 
permitted.
Fuel: ADRL specifi ed VP Racing Fuels gasoline is the only 
acceptable fuel allowed. The ADRL reserves the right to check 
gasoline at any time during competition. Failure to pass fuel 
check is grounds for disallowance of the run during competi-
tion and disqualifi cation from the event during eliminations.

Drivetrain
Transmission: (Automatic) Any OEM based or OEM based 
aftermarket automatic transmission is permitted. Any torque
convertor is permitted. Trans-brakes are permitted. Pneumat-
ic, electric, hydraulic, etc. shifters are permitted. (Aftermarket 
Planetary) Any aftermarket transmissions with a maximum 
of 5 forward speeds permitted. Clutchless models permitted. 
Any gear change must occur from direct action by the driver. 
Pneumatic, electric, hydraulic, etc. shifters prohibited.
Clutch, Flywheel, Flywheel Shield: Flywheel and clutch 
meeting SFI Spec 1.2, 1.3, 1.4, or 1.5 is mandatory. Maximum 
number of clutch discs permitted is three. Minimum clutch disc 
diameter is six inches. Flywheel shield meeting SFI Spec 6.2 
or 6.3 is mandatory. Clutch must be manually operated by the 
driver’s foot. Electronics, pneumatics, hydraulics, or any other 
device may in no way affect the clutch system. The throw-out 
bearing must release all fi ngers, levers, stages, etc. simulta-
neously. Staged or variable release clutches are prohibited.
Driveline: Any steel, aluminum or carbon fi ber driveshaft 
meeting SFI 43.1 spec is permitted.

64



Rearend: Any automotive type rear-end is permitted. Maxi-
mum diameter for ring-n-pinion gear is 9.5 inches.

Brakes, Steering, & Suspension
Brakes: Automated brakes are prohibited. The application 
and release of the brakes must be a function of the driver. 
Four wheel hydraulic disc brakes are mandatory. Steel brake 
lines are mandatory. Brake lines must be out of fl ywheel and 
driveline areas. Line-lock is permitted only on the front wheels. 
One line-lock solenoid with one button is permitted. Any other 
electrical, pneumatic, hydraulic, etc. switch in braking system 
is prohibited. Dual master cylinder is mandatory and must be 
mounted above the lower frame rails.
Steering: Any automotive type steering system permitted. If 
competitor is using a commercially available quick disconnect 
steering wheel, it is mandatory that it meet SFI Spec 42.1. 
Shock/Strut: Coil over shocks are permitted front and rear. 
Electronic programmable shocks are permitted. Each vehicle 
must be equipped with one operating shock for each sprung 
wheel. Active suspension systems of any kind are prohibited. 
Any ride height altering mechanism is strictly prohibited.
Rear Suspension: Any racing style 4-link suspension system 
permitted.
Wheelie Bars: Permited. Wheels must be non-metallic.

Chassis
Chassis: Chassis must have a SFI 25.1 certifi cation and 
have either a NHRA or IHRA serialized sticker attached to the 
roll cage before competition. A valid NHRA serialized sticker 
is mandatory at an NHRA Member Track.
Wheelbase: Minimum wheelbase is 104 inches and maxi-
mum is 115 inches. Full-sized trucks are allowed a maximum 
of 140 inches. Mid-sized trucks (i.e., S-10, Ranger, and Dako-
ta) are allowed a maximum of 125 inches. Maximum wheel-
base variation from left to right is 1 inch.
Ground Clearance: A minimum of 3 inches from the front 
of the vehicle to 12 inches behind front spindle centerline is 
mandatory. A minimum of 2 inches for the rest of the vehicle is 
mandatory (except for oil pan and exhaust headers).

Tires & Wheels
Tires: Tires may not extend outside the body line. All tires 
must have the manufacturer, model and size information 
clearly designated on the tire. Bias-ply slicks are the only tires 
permitted. Radial slicks and/or tires are prohibited.
Wheels: SFI Spec 15.1 or 15.3 rear wheels are permitted. 
Lightening or any other modifi cation to rear wheels is prohib-
ited. Wheels discs or covers are prohibited.

Interior:
Upholstery: Driver’s seat must be a minimum height of 24 
inches.
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Sheet Metal: Driver compartment interior must be aluminum, 
steel or carbon fi ber. The use of magnesium is prohibited. 
Sheet metal may not extend into rear window or be higher 
than the wheel tubs. The trunk must be completely separate 
from driver’s compartment using a fi rewall.

Body
Body: Only American production body styles permitted. One 
piece funny car bodies are prohibited. Lightweight aftermarket 
replica body components are permitted as long as they have 
the same appearance as the body being used. Both doors 
must be functional from inside and outside of the vehicle. 
Front overhang is limited to 45 inches measuring from the 
front spindle. If the body selected has an overhang of less 
than 45 inches, a ADRL accepted extension may be used to
reach the maximum length. All entries must have a metal de-
fl ector or fi rewall extension between the fenders and the lead-
ing edge of the doors so that fi re, liquids, etc. cannot come 
into the driver’s compartment.
Hood & Hood Scoop: Hood scoops are permitted and are 
allowed to have one opening. Vehicles that are equipped with 
an EFI system are not required to run a hood scoop. Carbure-
tors must be completely covered by the hood or hood scoop.
Firewall: A minimum of .024 inch steel or titanium fi rewall is 
mandatory. The use of aluminum, magnesium or carbon fi ber 
in the construction of a fi rewall is prohibited.
Windshield & Windows: Full windows are mandatory. Win-
dows must be closed and not operative. Cutting or notching 
of windshield permitted if covered by the hood or hood scoop. 
Minimum of a 4 inch diameter opening on side windows is 
mandatory. Windows can be made from 1/8th inch polycar-
bonate material.
Floor: Driver’s side fl oor pan must be steel and welded into 
place. The remainder of the fl oor section can be .024 inch 
steel, .032 inch aluminum, or carbon fi ber. The use of magne-
sium is prohibited.
Wheel Wells/Tubs: Rear wheel wells/tubs must be separate 
from each tire.
Wing/Spoilers: Any style of rear wing/spoiler is permitted. 
Any adjustments to the wing/spoiler during a run are prohibit-
ed. Minimum wicker height is ¼ inch.
Taillight: One functional taillight is mandatory.
Appearance: All cars in competition must be painted or 
wrapped. Advertising graphics are permitted on the body. In 
order to be eligible for the ADRL offi cial contingency program, 
all contingency sponsors’ decals must be easily visible and 
located on the outside of the vehicle. Failure to do so can 
result in the driver forfeiting all claimed contingencies for that 
particular event. The ADRL requires that all entries run the 
following decals:
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1. ADRL Windshield Banner: Decal needs to be located on 
the top of the windshield or just above the windshield located 
on the body.
2. ADRL Drag Racing Series: Decals (2) must be located on 
each side of vehicle. Either on the side windows or decals can 
be located on the body right beside the side windows.
3. Class Sponsor: Decal must be located on the passenger’s 
side lower portion of the windshield.
4. VP Racing Fuels: Offi cial Fuel decals (2) required. Must 
be located on each side of vehicle. (In a contingency decal 
manner)
5. Aerospace Winners Circle: Decals (2) must be prominently 
displayed on each side of vehicle. Failure to do so can re-
sult in the winning driver forfeiting his/hers Winner’s Trophy 
& Payout.
6. Class & Competition Numbers: Numbers must be easily 
visible/legible and located on the front, back, and both side 
windows.

Electrical
Battery: Maximum of two batteries are allowed.
Ignition: Any electronic ignition system is allowed.
Starter: All entries must be self-starting with an onboard start-
er.
Master Cutoff: A master cutoff switch is mandatory.

Support Group
Computer/Data Recorder: Computer/data recorders are 
permitted and must standalone and to be only used for infor-
mation gathering purposes.
Tow Vehicles: The use of tow vehicles is permitted.
Crew Members: Each crew member must have the proper 
starting line credentials and must were matching attire.

67



68



69



70



General Rules
Use NHRA General Rules.
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